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wherein A, is a substituent represented by a general for-
mula (Am1), (Am2), or (Am3); each of , p', and p>
represents an arylene group having 6 to 25 carbon atoms;
eachofA,' to A ° represents an aryl group having 6 to 25
carbon atoms; each of R* to R? represents hydrogen, an
alkyl group having 1 to 4 carbon atoms, or an aryl group
having 6 to 25 carbon atoms; and R* represents an alkyl
group having 1 to 4 carbon atoms or an aryl group having
6 to 25 carbon atoms.
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1
OXADIAZOLE DERIVATIVE, AND LIGHT
EMITTING ELEMENT, LIGHT EMITTING
DEVICE, AND ELECTRONIC DEVICE USING
THE OXADIAZOLE DERIVATIVE

This application is a continuation of copending U.S. appli-
cation Ser. No. 13/780,737 filed on Feb. 28, 2013 which is a
divisional of U.S. application Ser. No. 11/646,224 filed on
Dec. 27, 2006 (now U.S. Pat. No. 8,389,735 issued Mar. 5,
2013), all of which are incorporated herein by reference.

TECHNICAL FIELD

The present invention relates to an oxadiazole derivative.
In addition, the present invention relates to a light emitting
element, a light emitting device, and an electronic device
using the oxadiazole derivative.

BACKGROUND ART

There are more kinds of organic compounds than inorganic
compounds. Therefore, in organic compounds, there is a pos-
sibility to design and synthesize a substance which has vari-
ous functions. From such an aspect, in recent years, electron-
ics using an organic compound has attracted attention. For
example, a solar battery, a light emitting element, a transistor,
and the like using an organic compound as a functional mate-
rial are typical examples.

These examples are devices utilizing an electrical property
and an optical property of an organic compound, and above
all, research and development of a light emitting element
which uses an organic compound as a light emitting substance
has remarkably progressed.

This light emitting element has a simple structure in which
alight emitting layer containing an organic, compound that is
alight emitting substance is provided between electrodes, and
has attracted attention as a next-generation flat panel display
element because of its characteristics such as a thin shape,
lightweight, high response speed, and low direct current volt-
age driving. In addition, a display using this light emitting
element has a feature that it is excellent in contrast and image
quality, and has a wide viewing angle.

A light emission mechanism of a light emitting element
using an organic compound as a light emitting substance is a
carrier injecting type. In other words, when voltage is applied
between, electrodes with a light emitting layer interposed
therebetween, a hole and an electron injected from the elec-
trodes are recombined, a light emitting substance is in an
excited state, and light is emitted when the excited state
returns to a ground state. As a type of an excited state, a singlet
excited state (S*) and a triplet excited state (T*) are given. A
statistical generation ratio thereof'in a light emitting element
is considered to be S*:T#=1:3.

In a compound which converts a singlet excited state into
light emission (hereinafter referred to as a fluorescent com-
pound), light emission from a triplet excited state (phospho-
rescence) is not observed at room temperature, and only light
emission from a singlet excited state (fluorescence) is
observed. Therefore, in a light emitting element using a fluo-
rescent compound, the theoretical limit of internal quantum
efficiency (the ratio of generated photons to injected carriers)
is considered to be 25% based on S*:T*=1:3.

On the other hand, when a compound which converts a
triplet excited state into light emission (hereinafter referred to
as a phosphorescent compound) is used, internal quantum
efficiency can be theoretically 75 to 100%. In other words,
light emitting efficiency can be three to four times as high as
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that of a fluorescent compound. From such a reason, in order
to achieve a high efficiency light emitting element, a light
emitting element using a phosphorescent compound has been
actively developed recently (for example, see Non Patent
Document 1).

When a light emitting layer of a light emitting element is
formed by using the above phosphorescent compound, in
order to suppress concentration quenching of the phospho-
rescent compound or quenching due to triplet-triplet annihi-
lation, the light emitting layer is often formed so that the
phosphorescent compound is dispersed in a matrix of another
substance. At this time, the substance which serves as a matrix
is referred to as a host material; and the substance which is
dispersed in a matrix such as a phosphorescent substance is
referred to as a guest material.

When the phosphorescent compound is used as a guest
material, a host material is required to have higher triplet
excitation energy (an energy difference between a ground
state and a triplet excited state) than that of the phosphores-
cent compound. It is known that CBP that is used as a host
material in Non Patent Document 1 has higher triplet excita-
tion energy than that of a phosphorescent compound which
exhibits emission of green to red light, and is widely used as
a host material of the phosphorescent compound.

However, although CBP has high triplet excitation energy,
it is poor in ability to receive a hole or an electron; therefore,
there is a problem in that driving voltage gets higher. Accord-
ingly, as a host material of a phosphorescent compound, a
substance which has high triplet excitation energy and can
easily receive or transport both a hole and an electron (i.e. a
bipolar substance) is required.

In addition, since singlet excitation energy (an energy dif-
ference between a ground state and a singlet excited state) is
higher than triplet excitation energy, a substance having high
triplet excitation energy also has high singlet excitation
energy. Therefore, a substance which has high triplet excita-
tion energy and is bipolar as described above is also effective
in a light emitting element using a fluorescent compound as a
light emitting substance.

[Non Patent Document 1]
M. A. Baldo, and four others, Applied Physics Letters, vol. 75,

No. 1, 4-6 (1999)

DISCLOSURE OF INVENTION

In view of the foregoing, it is an object of the present
invention to provide a substance having high excitation
energy, in particular, a substance having high triplet excita-
tion energy. In addition, it is another object to provide a
bipolar substance.

In addition, it is also an object of the present invention to
provide a light emitting element with high light emitting
efficiency and with low driving voltage by applying such a
substance to the light emitting element.

Further, it is an object to provide a light emitting device
with low power consumption by manufacturing the light
emitting device using the light emitting element as described
above and to provide an electronic device with low power
consumption by applying such a light emitting device to the
electronic device.

As a result of diligent studies, the present inventors found
that the problems can be solved by an oxadiazole derivative
represented by the following general formula (G1). There-
fore, one structure of the present invention is the oxadiazole
derivative represented by the following general formula (G1).
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(G

™m

(Aml)
RZ

(Am2)

(Am3)

Al

wherein A, is a substituent represented by a general for-
mula (Am1), (Am2), or (Am3); each of o, f*, and B> repre-
sents an arylene group having 6 to 25 carbon atoms; each of
A to A,° represents an aryl group having 6 to 25 carbon
atoms; each of R' to R? represents hydrogen, an alkyl group
having 1 to 4 carbon atoms, or an aryl group having 6 to 25
carbon atoms; and R* represents an alkyl group having 1 to 4
carbon atoms or an aryl group having 6 to 25 carbon atoms.

In the above general formula (G1), when the general for-
mula (Am1) is employed as the substituent A ,,, the oxadiaz-
ole derivative of the present invention is represented by the
following general formula (G2). Therefore, another structure
of the present invention is the oxadiazole derivative repre-
sented by the following general formula (G2).

(G2)
RZ
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wherein each of a and B’ represents an arylene group
having 6 to 25 carbon atoms; each of A, ! and A ? represents an
aryl group having 6 to 25 carbon atoms; and each of R' and R?
represents hydrogen, an alkyl group having 1 to 4 carbon
atoms, or an aryl group having 6 to 25 carbon atoms.

Here, in order to obtain chemical stability as well as much
higher triplet excitation energy, B’ in the above general for-
mula (G2) is preferably a phenylene group. Therefore, a pref-
erable structure of the present invention is an oxadiazole
derivative represented by the following general formula (G3).

(G3)
RZ

O
A OO
1

A}

wherein o represents an arylene group having 6 to 25
carbon atoms; each of A ' and A ? represents an aryl group
having 6 to 25 carbon atoms; and each of R* and R* represents
hydrogen, an alkyl group having 1 to 4 carbon atoms, or an
aryl group having 6 to 25 carbon atoms.

In addition, since much higher triplet excitation energy can
be obtained and synthesis is easy, A, ! is preferably a substi-
tuted or unsubstituted phenyl group. Therefore, another struc-
ture of the present invention is an oxadiazole derivative rep-
resented by the following general formula (G4). Since
synthesis can be carried out at low cost and with high yield, it
is preferable that o be any of a 1,2-phenylene group, a 1,3-
phenylene group, or a 1,4-phenylene group.

(G4)

R2

(1

6 R? AN
R N—N > 1
SR, o=
R © '~
RS R [L’Z

wherein o represents an arylene group having 6 to 25
carbon atoms; A ? represents an aryl group having 6 to 25
carbon atoms; each of R' and R? represents hydrogen, an
alkyl group having 1 to 4 carbon atoms, or an aryl group
having 6 to 25 carbon atoms; and each of R” to R represents
hydrogen, an alkyl group having 1 to 4 carbon atoms, an
alkoxy group having 1 to 4 carbon atoms, or a phenyl group.

In addition, since chemical stability and a high carrier
transporting property can be obtained, o is preferably a 1,4-
phenylene group. Therefore, another structure of the present
invention is an oxadiazole derivative represented by the fol-
lowing general formula (GS5).
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(G5)
RZ
Rl
R® N O
Ré N—N
I\
R’ 0 N
R’ );,2

RS

wherein A, ? represents an aryl group having 6 to 25 carbon
atoms; each of R* and R? represents hydrogen, an alkyl group
having 1 to 4 carbon atoms, or an aryl group having 6 to 25
carbon atoms; and each of R® to R represents hydrogen, an
alkyl group having 1 to 4 carbon atoms, an alkoxy group
having 1 to 4 carbon atoms, or a phenyl group.

Further, in order to obtain much higher triplet excitation
energy, A ?is preferably a substituted or unsubstituted phenyl
group. Therefore, another structure of the present invention is
an oxadiazole derivative represented by the following general
formula (G6).

(G6)

RS
RS N—N
I\
O
R’ N
RS R’ RO R
RYU R
R2

wherein each of R and R? represents hydrogen, an alkyl
group having 1 to 4 carbon atoms, or an aryl group having 6
to 25 carbon atoms; each of R” to R® represents hydrogen, an
alkyl group having 1 to 4 carbon atoms, an alkoxy group
having 1 to 4 carbon atoms, or a phenyl group; and each of R*©
to R'* represents hydrogen, an alkyl group having 1 to 4
carbon atoms, or a phenyl group.

Subsequently, in the above general formula (G1), when the
general formula (Am?2) is employed as the substituent A, the
oxadiazole derivative of the present invention is represented
by the following general formula (G7). Therefore, another
structure of the present invention is the oxadiazole derivative
represented by the following general formula (G7).

(G7)
R4

N—N N/
ARSI
|

A, -
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wherein o represents an arylene group having 6 to 25
carbon atoms; each of Ar' and Ar® represents an aryl group
having 6 to 25 carbon atoms; R? represents hydrogen, an alkyl
group having 1 to 4 carbon atoms, or an aryl group having 6
to 25 carbon atoms; and R* represents an alkyl group having
1 to 4 carbon atoms or an aryl group having 6 to 25 carbon
atoms.

Here, since much higher triplet excitation energy can be
obtained and synthesis is easy, A, ' is preferably a substituted
or unsubstituted phenyl group. Therefore, another structure
of the present invention is an oxadiazole derivative repre-
sented by the following general formula (G8). Since synthesis
can be carried out at low cost and with high yield, it is
preferable that o be any of a 1,2-phenylene group, a 1,3-
phenylene group, or a 1,4-phenylene group.

(G8)

R

/
R’ N
RS N—N
0 a\l\i
R7
A2 E
.
R9
RS

wherein o represents an arylene group having 6 to 25
carbon atoms; A * represents an aryl group having 6 to 25
carbon atoms; R> represents hydrogen, an alkyl group having
1 to 4 carbon atoms, or an aryl group having 6 to 25 carbon
atoms; R* represents an alkyl group having 1 to 4 carbon
atoms or an aryl group having 6 to 25 carbon atoms; and each
of R” to R? represents hydrogen, an alkyl group having 1 to 4
carbon atoms, an alkoxy group having 1 to 4 carbon atoms, or
a phenyl group.

In addition, since chemical stability and a high carrier
transporting property can be obtained, o is preferably a 1,4-
phenylene group. Further, since synthesis is easy, R? is pref-
erably hydrogen. Therefore, another structure of the present
invention is an oxadiazole derivative represented by the fol-
lowing general formula (G9).

(G9)
R4
6 RS N/
R N—N
“ O Q
(¢}
R7 1\{
RS R AP

wherein A ? represents an aryl group having 6 to 25 carbon
atoms; R* represents an alkyl group having 1 to 4 carbon
atoms or an aryl group having 6 to 25 carbon atoms; and each
of R” to R? represents hydrogen, an alkyl group having 1 to 4
carbon atoms, an alkoxy group having 1 to 4 carbon atoms, or
a phenyl group.

Further, in order to obtain much higher triplet excitation
energy, A > is preferably a substituted or unsubstituted phenyl
group. Therefore, another structure of the present invention is
an oxadiazole derivative represented by the following general
formula (G10).
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(G10)
R4
R’ N/
RE N—N
“ Q
O
R7 N 14
8 R9 10 :
R R
R13

RIZ

wherein R* represents an alkyl group having 1 to 4 carbon
atoms or an aryl group having 6 to 25 carbon atoms; each of
R to R® represents hydrogen, an alkyl group having 1 to 4
carbon atoms, an alkoxy group having 1 to 4 carbon atoms, or
a phenyl group; and each of R'° to R'* represents hydrogen,
an alkyl group having 1 to 4 carbon atoms, or a phenyl group.

Subsequently, in the above general formula (G1), when the
general formula (Am3) is employed as the substituent A, the
oxadiazole derivative of the present invention is represented
by the following general formula (G11). Therefore, another
structure of the present invention is the oxadiazole derivative
represented by the following general formula (G11).

(G11)
Af

\

N—N Ney 5
A,
b)
1/4 >\a\ /ﬁ
A, (0) N
\

A

wherein each of a and B> represents an arylene group
having 6 to 25 carbon atoms; and each of A ! and A * to A S
represents an aryl group having 6 to 25 carbon atoms.

Here, in order to obtain chemical stability as well as much
higher triplet excitation energy, B’ in the above general for-
mula (G11) is preferably a phenylene group. Therefore, a
preferable structure of the present invention is an oxadiazole
derivative represented by the following general formula
(G12).

(G12)

wherein o represents an arylene group having 6 to 25
carbon atoms; and each of A ' and A * to A ° represents an
aryl group having 6 to 25 carbon atoms.

In addition, in order to obtain much higher triplet excitation
energy, each of A ° and A ¢ is preferably a substituted or
unsubstituted phenyl group. Therefore, another structure of
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the present invention is an oxadiazole derivative represented
by the following general formula (G13).

- (G13)
R23
r2!
R24
R20
19
AN
i S
Al o) O~y e
\A,4 RV
RIS

wherein o represents an arylene group having 6 to 25
carbon atoms; each of A ! and A * represents an aryl group
having 6 to 25 carbon atoms; and each of R'” to R** represents
hydrogen, an alkyl group having 1 to 4 carbon atoms, or a
phenyl group.

In addition, since much higher triplet excitation energy can
be obtained and synthesis is easy, A,! is preferably a substi-
tuted or unsubstituted phenyl group. Therefore, another struc-
ture of the present invention is an oxadiazole derivative rep-
resented by the following general formula (G14). Since
synthesis can be carried out at low cost and with high yield, it
is preferable that o be any of a 1,2-phenylene group, a 1,3-
phenylene group, or a 1,4-phenylene group.

(G14)
. R2
R
R2!
R
R2°
RS e R
RS N—N N
I\ ~ RS
)
7 (0] 1\{ RIS
4
RO A, g RY
R

R8

wherein o represents an arylene group having 6 to 25
carbon atoms; A * represents an aryl group having 6 to 25
carbon atoms; each of R® to R” represents hydrogen, an alkyl
group having 1 to 4 carbon atoms, an alkoxy group having 1
to 4 carbon atoms, or a phenyl group; and each of R*® to R**
represents hydrogen, an alkyl group having 1 to 4 carbon
atoms, or a phenyl group.

In addition, since chemical stability and a high carrier
transporting property can be obtained, o is preferably a 1,4-
phenylene group. Further, since synthesis is easy, each of R*?
to R**is preferably hydrogen. Therefore, another structure of
the present invention is an oxadiazole derivative represented
by the following general formula (G15).
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(G15)

©

RS

RS —N
\

O
N
\
A,

wherein A * represents an aryl group having 6 to 25 carbon
atoms; and each of R® to R® represents hydrogen, an alkyl
group having 1 to 4 carbon atoms, an alkoxy group having 1
to 4 carbon atoms, or a phenyl group.

In addition, in order to obtain much higher triplet excitation
energy, A *is preferably a substituted or unsubstituted phenyl
group. Therefore, another structure of the present invention is
an oxadiazole derivative represented by the following general
formula (G16).

N
/
R’

4
"

R9
RS

(G16)

s N
R
RS N—N
/\
O
R7 N 14
8 R9 10 .
R R
R13
Rll

RIZ

wherein each of R® to R® represents hydrogen, an alkyl
group having 1 to 4 carbon atoms, an alkoxy group having 1
to 4 carbon atoms, or a phenyl group; and each of R'° to R**
represents hydrogen, an alkyl group having 1 to 4 carbon
atoms, or a phenyl group.

In the oxadiazole derivatives of the present invention rep-
resented by the general formulas (G1) to (G16), as an alkyl
group having 1 to 4 carbon atoms, a methyl group, an ethyl
group, an isopropyl group, an isobutyl group, a tert-butyl
group, and the like are given. In addition, as an alkoxy group
having 1 to 4 carbon atoms, a methoxy group, an ethoxy
group, an isopropoxy group, an isobutoxy group, a tert-bu-
toxy group, and the like are given. As an aryl group having 6
to 25 carbon atoms, a phenyl group, an o-tolyl group, an
m-tolyl group, a p-tolyl group, a 4-tert-butylphenyl group, a
1-naphthyl group, a 2-naphthyl group, a 2-biphenyl group, a
3-biphenyl group, a 4-biphenyl group, a 99-dimethylfluoren-
2-yl group, a spiro-9,9'-bifluoren-2-yl group, and the like are
given. In addition, as an arylene group having 6 to 25 carbon
atoms, a 1,2-phenylene group, a 1,3-phenylene group, a 1,4-
phenylene group, a 2,5-dimethyl-1,4-phenylene group, a 1,4-
naphthylen group, a 1,5-naphthylen group, a 4,4'-biphe-
nylene group, a 9-dimethylfluorene-2,7-diyl group, a spiro-
9,9'-bifluorene-2,7-diyl group, and the like are given.

Since the oxadiazole derivatives of the present invention
represented by the general formulas (G1) to (G16) have a
light emitting property, they can be applied to a light emitting
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element. Therefore, another structure of the present invention
is a light emitting element containing the oxadiazole deriva-
tive as described above.

In addition, the oxadiazole derivative of the present inven-
tion has high excitation energy and can transport both a hole
and an electron, and is thus suitable for a host material of a
light emitting layer in a light emitting element. Therefore,
another structure of the present invention is a light emitting
element including a light emitting layer containing a light
emitting substance and the oxadiazole derivative as described
above.

In particular, since the oxadiazole derivative of the present
invention has a feature of high triplet excitation energy, a
phosphorescent compound is suitable for the light emitting
substance. By such a structure, a light emitting element that is
excellent in light emitting efficiency and driving voltage can
be obtained.

Further, one mode of the present invention is a light emit-
ting element in which a layer containing the oxadiazole
derivative of the present invention is provided to be in contact
with a light emitting layer. Since the oxadiazole derivative of
the present invention has high excitation energy, an exciton
generated in the light emitting layer can be prevented from
diffusing into another layer by such a structure. Conse-
quently, a light emitting element with high light emitting
efficiency can be obtained.

In addition, the light emitting element of the present inven-
tion obtained as described above has high light emitting effi-
ciency and low driving voltage. Therefore, a light emitting
device using the light emitting element (an image display
device or a light emitting device) can achieve low power
consumption. Therefore, the present invention also includes a
light emitting device using the light emitting element of the
present invention and an electronic device using the light
emitting device.

Note that the light emitting device in this specification
includes an image display device or a light emitting device
using a light emitting element. In addition, the light emitting
device also includes a module in which a light emitting ele-
ment is provided with a connector such as an anisotropic
conductive film, TAB (Tape Automated Bonding) tape, or a
TCP (Tape Carrier Package); a module in which the top of a
TAB tape or a TCP is provided with a printed wiring board; or
a module in which a light emitting element is directly
installed with an IC (Integrated Circuit) by a COG (Chip On
Glass) method. Further, a light emitting device used for light-
ing equipment or the like can also be included.

By implementing the present invention, a substance having
high excitation energy, in particular, a substance having high
triplet excitation energy can be obtained. In addition, a bipo-
lar substance can be obtained.

By applying such a substance to a light emitting element, a
light emitting element with high light emitting efficiency and
with low driving voltage can be provided.

Further, by manufacturing a light emitting device using the
light emitting element as described above, a light emitting
device with low power consumption can be provided. More-
over, by applying such a light emitting device to an electronic
device, an electronic device with low power consumption can
be provided.

BRIEF DESCRIPTION OF DRAWINGS

In the accompanying drawings:

FIG. 1 is a view explaining an element structure of a light
emitting element containing an oxadiazole derivative of the
present invention;
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FIG. 2 is a view explaining an element structure of a light
emitting element containing an oxadiazole derivative of the
present invention;

FIG. 3 is a view explaining an element structure of a light
emitting element containing an oxadiazole derivative of the
present invention;

FIGS. 4A to 4C are views each explaining a light emitting
device using a light emitting element of the present invention;

FIGS. 5A to 5C are views each explaining an electronic
device using a light emitting device of the present invention;

FIGS. 6A and 6B are diagrams each showing an 'H-NMR
chart of an oxadiazole derivative YGAOI11 of the present
invention;

FIGS. 7A and 7B are diagrams each showing an ultraviolet/
visible absorption spectrum and an emission spectrum of an
oxadiazole derivative YGAOI11 of the present invention;

FIGS. 8A and 8B are diagrams each showing a CV curve of
an oxadiazole derivative YGAO11 of the present invention;

FIGS. 9A and 9B are diagrams each showing an 'H-NMR
chart of an oxadiazole derivative PCAO11 of the present
invention;

FIGS. 10A and 10B are diagrams each showing an ultra-
violet/visible absorption spectrum and an emission spectrum
of'an oxadiazole derivative PCAO11 of the present invention;

FIGS.11A and 11B are diagrams each showing a CV curve
of'an oxadiazole derivative PCAO11 of the present invention;

FIGS. 12A and 12B are diagrams each showing an
'"H-NMR chart of an oxadiazole derivative DPAO11 of the
present invention;

FIGS. 13A and 13B are diagrams each showing an ultra-
violet/visible absorption spectrum and an emission spectrum
of'an oxadiazole derivative DPAO11 of the present invention;

FIGS. 14A and 14B are diagrams each showing a CV curve
of'an oxadiazole derivative DPAO11 of the present invention;

FIGS. 15A and 15B are diagrams each showing operation
characteristics of light emitting elements of Embodiment 2
and Comparative Example 1;

FIG. 16 is a diagram showing operation characteristics of
light emitting elements of Embodiment 2 and Comparative
Example 1;

FIGS. 17A and 17B are diagrams each showing operation
characteristics of light emitting elements of Embodiment 2
and Comparative Example 1;

FIGS. 18A and 18B are diagrams each showing operation
characteristics of a light emitting element of Embodiment 3;

FIGS. 19A and 19B are diagrams each showing operation
characteristics of a light emitting element of Embodiment 3;

FIGS. 20A and 20B are diagrams each showing operation
characteristics of a light emitting element of Embodiment 4;

FIGS. 21A and 21B are diagrams each showing operation
characteristics of a light emitting element of Embodiment 4;

FIGS. 22A and 22B are diagrams each showing operation
characteristics of a light emitting element of Embodiment 5;

FIGS. 23A and 23B are diagrams each showing operation
characteristics of a light emitting element of Embodiment 5;

FIGS. 24A and 24B are diagrams each showing operation
characteristics of light emitting elements of Embodiment 6
and Comparative Example 2;

FIG. 25 is a diagram showing operation characteristics of
light emitting elements of Embodiment 6 and Comparative
Example 2;

FIGS. 26A and 26B are diagrams each showing an
'"H-NMR chart of 9-(4-{N-[4-(9-carbazolyl)phenyl]-N-
phenylamino }phenyl)-10-phenylanthracene;

FIG. 27 is a diagram showing an 'H-NMR chart of 9-[4-
(N-carbazolyl)|phenyl-10-phenylanthracene;
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FIG. 28 is a diagram showing an emission spectrum of light
emitting elements of Embodiment 2 and Comparative
Example 1;

FIGS. 29A and 29B are diagrams each showing an
'H-NMR chart of an oxadiazole derivative mYGAO11 of the
present invention;

FIG. 30 is a diagram showing an ultraviolet/visible absorp-
tion spectrum and an emission spectrum of an oxadiazole
derivative mYGAOQO11 of the present invention;

FIGS. 31A and 31B are diagrams each showing operation
characteristics of a light emitting element of Embodiment 10;

FIG. 32 is a diagram showing operation characteristics of a
light emitting element of Embodiment 10; and

FIG. 33 is a diagram showing operation characteristics of a
light emitting element of Embodiment 10.

BEST MODE FOR CARRYING OUT THE
INVENTION

Hereinafter, embodiment modes and embodiments of the
present invention will be explained in detail with reference to
the accompanying drawings. Note that the present invention
is not limited to the following description, and it is easily
understood by those skilled in the art that modes and details
thereof can be modified in various ways without departing
from the purpose and the scope of the invention. Therefore,
the present invention should not be interpreted as being lim-
ited to the following description of the embodiment modes
and the embodiments.

Embodiment Mode 1

Embodiment Mode 1 will explain an oxadiazole derivative
of the present invention. The oxadiazole derivative of the
present invention is represented by the following general
formula (G1).

G

™m

(Aml)

(Am2)

Rr3
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-continued
(Am3)

(wherein A, is a substituent represented by a general for-
mula (Am1), (Am2), or (Am3); each of o, ', and B> repre-
sents an arylene group having 6 to 25 carbon atoms; each of
Al to A,° represents an aryl group having 6 to 25 carbon
atoms; each of R! to R? represents hydrogen, an alkyl group
having 1 to 4 carbon atoms, or an aryl group having 6 to 25
carbon atoms; and R* represents an alkyl group having 1 to 4
carbon atoms or an aryl group having 6 to 25 carbon atoms.)

The oxadiazole derivative represented by the above general
formula (G1) can be obtained by coupling a halogenated
oxadiazole derivative represented by the following general
formula (OXD1) to secondary amine represented by the fol-
lowing formula (Am1'), (Am2'), or (Am3') using a metal
catalyst or the like. Hereinafter, a synthesis method of the
following (OXD1) will be first explained.

(OXD1)

(wherein o represents an arylene group having 6 to 25
carbon atoms; A ' represents an aryl group having 6 to 25
carbon atoms; and X' represents a halogen group, preferably,
a bromo group or an iodo group.)

(Am1')
RZ
O '
N
/
|31
/
HN
\Ar2
(Am2)
R4
\
N
HN
\ 3
Ar
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-continued
N (Am3’)
A
N—A,?
H
B
/
HN
\Ar4

(wherein each of B! and B represents an arylene group
having 6 to 25 carbon atoms; each of A * to A ° represents an
aryl group having 6 to 25 carbon atoms; each of R* to R?
represents hydrogen, an alkyl group having 1 to 4 carbon
atoms, or an aryl group having 6 to 25 carbon atoms; and R*
represents an alkyl group having 1 to 4 carbon atoms or an
aryl group having 6 to 25 carbon atoms.)

<<a. Synthesis Method of a Halogenated Oxadiazole Deriva-
tive (OXD1)>>

The halogenated oxadiazole derivative represented by the
above general formula (OXD1) can be synthesized as shown
in the following synthesis scheme (a). That is, first, ester of
halogenated aryl carboxylic acid (A) is reacted with hydra-
zine to synthesize halogenated aryl hydrazide (B). Subse-
quently, halogenated aryl hydrazide (B) is reacted with aryl
carboxylic acid halide (C) to obtain a diacyl hydrazine deriva-
tive (D). Further, ring-closing is performed to the diacyl
hydrazine derivative (D) by dehydration using a dehydrator to
form a 1,3,4-oxadiazole ring; accordingly, the halogenated
oxadiazole derivative (OXD1) can be obtained. Note that, in
the scheme (a), R represents an alkyl group; a represents an
arylene group having 6 to 25 carbon atoms; A, * represents an
aryl group having 6 to 25 carbon atoms; and each of X' and X>
represents a halogen group, preferably, a bromo group or an
iodo group.

(@

RO
NHzNH2°H20
a-X! _— =
(@)
@A)
XZ
Al ~<
H,N—NH O
C
OL-XI #»
o
®B)
HN—NH
Al a-X! —_—
dehydrator
O O
)
N—N
PSN
Ay O OL\ .
(OXD1)

Note that phosphoryl chloride, thionyl chloride, or the like
can be used as the dehydrator.

In addition, a method for synthesizing the halogenated
oxadiazole derivative (OXD1) is not limited to the above
scheme (a), and other known methods can also be used.
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<<b. Synthesis Method of Secondary Amine (Am1'), (Am2'),
and (Am3')>>

Next, a synthesis method of each secondary amine repre-
sented by the above general formulas (Am1'), (Am2'), and
(Am3") will be explained.
<b1. Synthesis Method of Secondary Amine (Am1')>

The secondary amine represented by the above general
formula (Am1') can be synthesized as shown in the following
synthesis scheme (b1). That is, first, dihalogenated arene (E)
and a carbazole derivative (F) are coupled in the presence of
a base using a metal catalyst to synthesize a halogenated aryl
carbazole derivative (G). Then, the halogenated aryl carba-
zole derivative (G) and arylamine (H) are coupled in the
presence of a base using a metal catalyst to obtain the sec-
ondary amine (Aml'). Note that, in the following scheme
(b1), B! represents an arylene group having 6 to 25 carbon
atoms; A,” represents an aryl group having 6 to 25 carbon
atoms; each of R* and R? represents hydrogen, an alkyl group
having 1 to 4 carbon atoms, or an aryl group having 6 to 25
carbon atoms; and each of X* and X* represents a halogen
group, preferably, a bromo group or an iodo group.

(b1)

H
N
X3 Rl RZ
[Ll ®
| metal catalyst, base
X4
®E
X3
1
| 5§
N. A2
H)
metal catalyst, base
R! R?
©)
RZ
Rl
N
/
|31
/
HN\
A2

(Aml1")

Note that, as the base, an inorganic base such as potassium
carbonate or sodium carbonate, or an organic base typified by
metal alkoxide such as sodium tert-butoxide can be used. In
addition, as the metal catalyst, a palladium catalyst or
monovalent copper can be used. Specifically, palladium
acetate, palladium chloride, bis(dibenzylidineacetone)palla-
dium (0), copper (1) iodide, or the like can be used.

In addition, a method for synthesizing the secondary amine
(Am1") is not limited to the above scheme (bl), and other
known methods can also be used.
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<b2. Synthesis Method of Secondary Amine (Am2')>
The secondary amine represented by the above general
formula (Am?2') can be synthesized as shown in the following
synthesis scheme (b2). That is, first, 3 position of a carbazole
derivative (I) is halogenated by using a halogenating agent to
synthesize a halogenated carbazole derivative (J). Then, the
halogenated carbazole derivative (J) and arylamine (K) are
coupled in the presence of a base using a metal catalyst to
obtain the secondary amine (Am2'). Note that, in the follow-
ing scheme (b2), A represents an aryl group having 6 to 25
carbon atoms; R represents hydrogen, an alkyl group having
1 to 4 carbon atoms, or an aryl group having 6 to 25 carbon
atoms; R* represents an alkyl group having 1 to 4 carbon
atoms, or an aryl group having 6 to 25 carbon atoms; and X>
represents a halogen group, preferably, a bromo group or an
iodo group.
(b2)
R4

@

_—_—
halogenating agent

R

)

NH,

A2
&
metal catalyst, base

R4

\

hg
{ A
HN

\

A2

(Am2)

Note that, as the halogenating agent, N-bromosuccinimide
(NBS), N-iodosuccinimide (NIS), or the like can be used. In
addition, as the base and the metal catalyst, the substances
mentioned in <bl. Synthesis Method of secondary amine
(Am1")> can be used.

In addition, a method for synthesizing the secondary amine
(Am2") is not limited to the above scheme (b2), and other
known methods can also be used.
<b3. Synthesis Method of Secondary Amine (Am3')>

The secondary amine represented by the above general
formula (Am3') can be synthesized as shown in the following
synthesis scheme (b3). That is, first, triarylamine (L) is halo-
genated by using a halogenating agent to synthesize mono-
halogenated triarylamine (M). Then, monohalogenated tri-
arylamine (M) and arylamine (N) are coupled in the presence
of'a base using a metal catalyst to obtain the secondary amine
(Am3"). Note that, in the following scheme (b3), f° represents
an arylene group having 6 to 25 carbon atoms; each of A * to
A S represents an aryl group having 6 to 25 carbon atoms; and
X° represents a halogen group, preferably, a bromo group or
an iodo group.
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Ay )
- -continued
(b3)

\
[ljz > O N
_——
_ N\ halogenating agent R! O
Ar5 Ay 6 /N 3
R

1
@® y Y Ny
AS 0 o
@ Il\IHZ \N— AS \ArZ \Arz
4 (Aml) (Am2)
|2 Ar /[52
6
i ™ I X
N—A,’
N 5/N\A ] metal catalyst, base \Ar4 15 1/
™) (Am3") —N
A7
. C (Am3)
Note that, as the halogenating agent, N-bromosuccinimide
(NBS), N-iodosuccinimide (NIS), or the like can be used. In
addition, as the base and the metal catalyst, the substances Note that, as the base and the metal catalyst, the substances
mentioned in <bl. Synthesis Method of secondary amine mentioned in <bl. Synthesis Method of secondary amine
(Aml1")> can be used. (Am1')> can be used.
In addition, a method for synthesizing the secondary amine 25  Note that a substance obtained by coupling (OXD1) and
(Am3') is not limited to the above scheme (b3), and other (Am1") corresponds to the oxadiazole derivative represented
known methods can also be used. by the above general formula (G2), a substance obtained by

<<c. Synthesis Method of an Oxadiazole Derivative of the coupling (OXD1) and (Am2') corresponds to the oxadiazole

Present Invention Represented by the General Formula ,, derivativerepresentedby theabove general formula (G7), and
(G1)>> a substance obtained by coupling (OXD1) and (Am3') corre-

sponds to the oxadiazole derivative represented by the above

The halogenated oxadiazole derivative (OXD1) obtained general formula (G11).

in the above scheme (a) and the secondary amine (Am1"),

(Am2"), or (Am3") obtained in the above scheme (b1), (b2), or <<Specific Structural Formula of the Oxadiazole Derivative
(b3) are coupled in the presence of a base using a metal 33 of'the Present Invention Represented by the General Formula

catalyst to obtain the oxadiazole derivative of the present (G1)>>
invention represented by the general formula (G1). The Subsequently, a specific structure of the oxadiazole deriva-
scheme is shown in the following scheme (¢). Note that, in the tive of the present invention will be explained by using the

following scheme (c), A, is a substituent represented by the
general formula (Am1), (Am2), or (Am3); each of ¢, B*, and
B represents an arylene group having 6 to 25 carbon atoms; N—N
each of A ! to A S represents an aryl group having 6 to 25 / )\
carbon atoms; each of R' to R? represents hydrogen, an alkyl N /4 o
group having 1 to 4 carbon atoms, or an aryl group having 6 45 ’ © a4,
to 25 carbon atoms; R* represents an alkyl group having 1 to

4 carbon atoms or an aryl group having 6 to 25 carbon atoms,

and X' represents a halogen group, preferably, a bromo group A
or an iodo group.

0 following general formula (G1).

G

50

Aml

(OXD1)

60
Rl
(Aml") N—N N
or /( )\ /
1

(Am2") _ p'
or metal catalyst, A, (0) Ot\ /
, base A, N
(Am3") " 65 \
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-continued

(Am2)

(Am3)

(wherein A, is a substituent represented by the general
formula (Am1), (Am2), or (Am3); each of o, B!, and B>
represents an arylene group having 6 to 25 carbon atoms; each
of A,' to A S represents an aryl group having 6 to 25 carbon
atoms; each of R! to R? represents hydrogen, an alkyl group
having 1 to 4 carbon atoms, or an aryl group having 6 to 25
carbon atoms; and R* represents an alkyl group having 1 to 4
carbon atoms or an aryl group having 6 to 25 carbon atoms.)

As a structure of the arylene group a in the general formula
(G1), more specifically, any structure in the following struc-
tural formula group (a) can be employed. Note that the
present invention is not limited thereto.

()

In addition, as a structure of the aryl group A’ in the
general formula (G1), more specifically, any structure in the
following structural formula group (Ar) can be employed.
Note that the present invention is not limited thereto.
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CH
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H;C
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o
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Subsequently, the substituent A, in the general formula
(G1) will be explained. The substituent A, is represented by
(Am1l), (Am2), or (Am3) as shown in the general formula
(G1). More specifically, any structure in the following struc-
tural formula groups (Aml-1) to (Am1-10), the structural
formula groups (Am2-1) to (Am2-5), or the structural for-
mula groups (Am3-1) to (Am3-9) can be employed. Note that
the present invention is not limited thereto.
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(Am3-9)

The structural formula group (c), the structural formula
group (Ar), the structural formula groups (Am1-1) to (Am1-
10), the structural formula groups (Am2-1) to (Am2-5), and
the structural formula groups (Am3-1) to (Am3-9) as
described above are appropriately combined to form the oxa-
diazole derivative of the present invention. Hereinafter, spe-
cific structural formulas of the oxadiazole derivative of the
present invention will be given (the following structural for-
mulas (1) to (140)), but the present invention is not limited
thereto.
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147
Embodiment Mode 2

Embodiment Mode 2 will explain a mode of a light emit-
ting element using the oxadiazole derivative of the present
invention explained in Embodiment Mode 1 as a host material
of a light emitting layer with reference to FIG. 1.

FIG.1 is a view showing a light emitting element including
a light emitting layer 113 between a first electrode 101 and a
second electrode 102. The light emitting layer 113 contains
the oxadiazole derivative of the present invention and a light
emitting substance. In Embodiment Mode 2, the oxadiazole
derivative of the present invention is a host material and the
light emitting substance is a guest material in the light emit-
ting layer 113.

By applying voltage to such a light emitting element, a hole
injected from the first electrode 101 side and an electron
injected from the second electrode 102 side are recombined in
the light emitting layer 113; therefore, the light emitting
substance is in a excited state. When the light emitting sub-
stance in the excited state returns to a ground state, light is
emitted. Since the oxadiazole derivative of the present inven-
tion is a bipolar substance, the oxadiazole derivative can
receive both the hole and the electron efficiently and can
transport them to the light emitting substance. Therefore, the
light emitting element of the present invention can generate
the excited state of the light emitting substance with low
driving voltage. In addition, since the oxadiazole derivative of
the present invention has high excitation energy, the light
emitting substance in the excited state can emit light effi-
ciently without being quenched. Note that, in the light emit-
ting element of Embodiment Mode 2, the first electrode 101
functions as an anode, and the second electrode 102 functions
as a cathode.

The light emitting substance (i.e. the guest material) is not
particularly limited. However, since the oxadiazole derivative
of the present invention has high triplet excitation energy, a
phosphorescent compound is preferable as the guest material.
Specifically,  bis[2-(4",6'-difluorophenyl)pyridinato-N,C>"
iridium(IIT)picolinate (abbreviation: Flpic), tris(2-phenylpy-
ridinato-N,C?)iridium(IIT) (abbreviation: Ir(ppy)s), bis(2-
phenylpyridinato-N,C?)iridium(IIT)acetylacetonate
(abbreviation: Ir(ppy),(acac)), bis(2-phenylbenzothiazolato-
N,C?)iridium(II)acetylacetonate  (abbreviation:  Ir(bt),
(acac)), tris(2-phenylquinolinato-N,C?)iridium(III) (abbre-
viation: Ir(pq),), bis(2-phenylquinolinato-N,C*)iridium(IIT)
acetylacetonate (abbreviation: Ir(pq),(acac)), bis[2-(2'-
benzo[4,5-c.|thienyl)pyridinato-N,C>"iridium(I11)
acetylacetonate  (abbreviation:  Ir(btp),(acac)), bis(1-
phenylisoquinolinato-N,C?)iridium(IIl)acetylacetonate
(abbreviation: Ir(pic),(acac)), (acetylacetonato)bis|[2,3-bis
(4-fluorophenyl)quinoxalinato]iridium(IIl) ~ (abbreviation:
Ir(Fdpq),(acac)), 2,3,7,8,12,13,17,18-octaethyl-21H,23H-
porphyrinplatinum(II) (abbreviation: PtOEP), or the like can
be used.

As the light emitting substance, a fluorescent compound
can also be used. Specifically, perylene, 2,5,8,11-tetra(tert-
butyl)perylene (abbreviation: TBP), 4,4'-bis[2-(N-ethylcar-
bazol-3-yl)vinyl|biphenyl (abbreviation: BCzVBi), 5,12-
diphenyltetracene, N,N'-dimethylquinacridone
(abbreviation: DMQd), N,N'-diphenylquinacridone (abbre-
viation: DMQd), 4-dicyanomethylene-2-isopropyl-6-[2-(1,
1,7,7-tetramethyljulolidin-9-yl)ethenyl]-4H-pyran  (abbre-
viation: DCJT1), rubrene, coumarin 6, coumarin 30, or the
like can be used.

A material for the first electrode 101 is not particularly
limited. However, when the first electrode 101 functions as an
anode as in Embodiment Mode 2, a substance having a high
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work function is preferably used. Specifically, gold (Auw),
platinum (Pt), nickel (Ni), tungsten (W), chromium (Cr),
molybdenum (Mo), iron (Fe), cobalt (Co), copper (Cu), pal-
ladium (Pd), and the like can be used in addition to indium tin
oxide (ITO), indium tin oxide containing silicon oxide
(ITSO), indium oxide containing 2 to 20 wt % zinc oxide
(IZO). Note that the first electrode 101 can be formed by
using, for example, a sputtering method, a vapor deposition
method, or the like.

A material for the second electrode 102 is not particularly
limited. However, when the second electrode 102 functions as
a cathode as in Embodiment Mode 2, a substance having a
low work function is preferably used. Specifically, alkali
metal such as lithium (Li) or cesium (Cs), alkaline earth metal
such as magnesium (Mg) or calcium (Ca), rare earth metal
such as erbium (Er) or ytterbium (Yb) can be used in addition
to aluminum (Al) or indium (In). In addition, alloy such as
aluminum-lithium alloy (AlLi) or magnesium-silver alloy
(MgAg) can also be used. Note that the second electrode 102
can be formed by using, for example, a sputtering method, a
vapor deposition method, or the like.

In order to take out light emission to outside, either the first
electrode 101 or the second electrode 102, or both of them are
each preferably an electrode formed using a conductive film
which transmits visible light such as ITO, or an electrode
formed to be several to several tens of nm thick so as to
transmit visible light.

As shown in FIG. 1, a hole transporting layer 112 may be
provided between the first electrode 101 and the light emitting
layer 113. The hole transporting layer has a function of trans-
porting a hole injected from the first electrode 101 to the light
emitting layer 113. In such a manner, when the hole trans-
porting layer 112 is provided so that the first electrode 101
and the light emitting layer 113 are apart from each other,
light emission is prevented from being quenched due to metal.
Note that the hole transporting layer 112 is not always nec-
essary.

A substance for the hole transporting layer 112 is not
particularly limited. Typically, an aromatic amine compound
such as 4,4'-bis[N-(1-napthyl)-N-phenylamino|biphenyl (ab-
breviation: NPB), 4,4'-bis[N-(3-methylphenyl)-N-pheny-
lamino|biphenyl (abbreviation: TPD), 4,4'-bis[N-(9,9-dim-
ethylfluoren-2-yl)-N-phenylamino|biphenyl (abbreviation:
DFLDPBI), 4,4',4"-tris(N,N-diphenylamino)triphenylamine
(abbreviation: TDATA), or 4,4',4"-tris|[N-(3-methylphenyl)-
N-phenylamino]triphenylamine (abbreviation: m-MTDATA)
can be used. In addition, a high molecular compound such as
poly(4-vinyltriphenylamine) (abbreviation: PVTPA) can also
be used.

Note that the hole transporting layer 112 may have a mul-
tilayer structure in which two or more layers are stacked. In
addition, the hole transporting layer 112 may also be formed
by mixing two or more types of substances.

In addition, as shown in FIG. 1, an electron transporting
layer 114 may be provided between the second electrode 102
and the light emitting layer 113. The electron transporting
layer has a function of transporting an electron injected from
the second electrode 102 to the light emitting layer 113. In
such a manner, when the electron transporting layer 114 is
provided so that the second electrode 102 and the light emit-
ting layer 113 are apart from each other, light emission is
prevented from being quenched due to metal. Note that the
electron transporting layer 114 is not always necessary.

A substance for the electron transporting layer 114 is not
particularly limited. Typically, a metal complex such as tris
(8-quinolinolato)aluminum (abbreviation: Alqs), tris(4-me-
thyl-8-quinolinolato)aluminum (abbreviation: Ahngs), bis
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(10-hydroxybenzo[h]quinolinato)beryllium (abbreviation:
BeBq,), bis(2-methyl-8-quinolinolato)(4-phenylphenolato)
aluminum (abbreviation: BAlq), bis[2-(2-hydroxyphenyl)
benzoxazolato]zinc (abbreviation: Zn(BOX),), or bis[2-(2-
hydroxyphenyl)benzothiazolato]zinc (abbreviation:
Zn(BTZ),) can be used. In addition, a heteroaromatic com-
pound such as 2-(4-biphenylyl)-5-(4-tert-buthylphenyl)-1,3,
4-oxadiazole (abbreviation: PBD), 1,3-bis[5-(p-tert-buth-
ylphenyl)-1,3,4-oxadiazol-2-yl|benzene (abbreviation:
OXD-7), 3-(4-tert-butylphenyl)-4-phenyl-5-(4-biphenylyl)-
1,2,4-triazole (abbreviation: TAZ), 3-(4-tert-butylphenyl)-4-
(4-ethylphenyl)-5-(4-biphenylyl)-1,2,4-triazole  (abbrevia-
tion: p-EtTAZ), bathophenanthroline (abbreviation: BPhen),
bathocuproin (abbreviation: BCP), or 4,4'-bis(5-methylben-
zoxazol-2-yl)stilbene (abbreviation: BzOs) can also be used.
Further, a high molecular compound such as poly(2,5-pyri-
dine-diyl) (abbreviation: PPy) can also be used.

Note that the electron transporting layer 114 may have a
multilayer structure in which two or more layers are stacked.
In addition, the electron transporting layer 114 may also be
formed by mixing two or more types of substances.

In addition, as shown in FIG. 1, a hole injecting layer 111
may be provided between the first electrode 101 and the hole
transporting layer 112. The hole injecting layer has a function
of supporting injection of a hole from the electrode function-
ing as an anode to the hole transporting layer 112. Note that
the hole injecting layer 111 is not always necessary.

A substance for the hole injecting layer 111 is not particu-
larly limited. Metal oxide such as vanadium oxide (VOXx),
niobium oxide (NbOx), tantalum oxide (TaOx), chromium
oxide (CrOx), molybdenum oxide (MoOx), tungsten oxide
(WOx), manganese oxide (MnOx), rhenium oxide (ReOx), or
ruthenium oxide (RuOx) can be used. In addition, a phthalo-
cyanine compound such as phthalocyanine (abbreviation:
H,Pc) or copper phthalocyanine (abbreviation: CuPC) can be
used. Further, the substance for the hole transporting layer
112 can also be used. Further, a high molecular compound
such as a mixture of poly(ethylenedioxythiophene) and poly
(styrenesulfonic acid) (abbreviation: PEDOT/PSS) can also
be used.

Alternatively, for the hole injecting layer 111, a composite
material obtained by mixing an organic compound and an
electron acceptor may also be used. Since a hole is generated
in the organic compound by the electron acceptor, the com-
posite material is excellent in a hole injecting property and a
hole transporting property. In this case, as the organic com-
pound, a material which is excellent in transporting a hole that
is generated, specifically, the substance for the hole transport-
ing layer 112 (an aromatic amine compound or the like) as
described above is preferably used, for example. As the elec-
tron acceptor, a substance having an electron accepting prop-
erty to the organic compound may be used. Specifically,
transition metal oxide is preferable. For example, vanadium
oxide (VOXx), niobium oxide (NbOx), tantalum oxide (TaOx),
chromium oxide (CrOx), molybdenum oxide (MoOx), tung-
sten oxide (WOx), manganese oxide (MnOx), rhenium oxide
(ReOx), ruthenium oxide (RuOx), or the like can be used. In
addition, Lewis acid such as iron (III) chloride or aluminum
(I1IT) chloride can also be used. Further, an organic compound
such as 7,7,8,8-tetracyano-2,3,5,6-tetrafluoroquin-
odimethane (abbreviation: F4-TCNQ) can also be used.

Note that the hole injecting layer 111 may have a multi-
layer structure in which two or more layers are stacked. In
addition, the hole injecting layer 111 may also be formed by
mixing two or more types of substances.

In addition, as shown in FIG. 1, an electron injecting layer
115 may be provided between the second electrode 102 and
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the electron transporting layer 114. The electron injecting
layer has a function of supporting injection of an electron
from the electrode functioning as a cathode to the electron
transporting layer 114. Note that the electron injecting layer
115 is not always necessary.

A substance for the electron injecting layer 115 is not
particularly limited. An alkali metal compound or an alkaline
earth metal compound such as lithium fluoride (LiF), cesium
fluoride (CsF), calcium fluoride (CaF,), or lithium oxide
(LiOx) can be used. In addition, a rare earth metal compound
such as erbium fluoride (ErF;) can also be used. In addition,
the substance for the electron transporting layer 114 as
described above can also be used.

Alternatively, for the electron injecting layer 115, a com-
posite material obtained by mixing an organic compound and
an electron donor may also be used. Since an electron is
generated in the organic compound by the electron donor, the
composite material is excellent in an electron injecting prop-
erty and an electron transporting property. In this case, as the
organic compound, a material which is excellent in transport-
ing an electron that is generated, specifically, the substance
for the electron transporting layer 114 (a metal complex, a
heteroaromatic compound, or the like) as described above is
preferably used, for example. As the electron donor, a sub-
stance having an electron donating property to the organic
compound may be used. Specifically, alkali metal, alkaline
earth metal, or rare earth metal is preferable. For example,
lithium, cesium, magnesium, calcium, erbium, ytterbium or
the like can be used. In addition, an alkali metal compound or
an alkaline earth metal compound such as lithium oxide
(LiOx), calcium oxide (CaOx), barium oxide (BaOx); or
cesium carbonate (Cs,CO;) can be used. Further, Lewis acid-
base such as magnesium oxide or an organic compound such
as tetrathiafulvalene (abbreviation: TTF) can also be used.

In the light emitting element of the present invention as
described above, each of the hole injecting layer 111, the hole
transporting layer 112, the light emitting layer 113, the elec-
tron transporting layer 114, and the electron injecting layer
115 may be formed by using any of a vapor deposition
method, an ink-jetting method, a coating method, and the like.
In addition, the first electrode 101 or the second electrode 102
may be formed by using any of a sputtering method, a vapor
deposition method, an ink-jetting method, a coating method,
and the like.

Embodiment Mode 3

Embodiment Mode 3 will explain a mode of a light emit-
ting element using the oxadiazole derivative of the present
invention as an exciton blocking layer with reference to FIGS.
2 and 3. Note that the exciton blocking layer is a kind of hole
transporting layer or electron transporting layer provided so
as to be in contact with a light emitting layer and is particu-
larly a layer which has higher excitation energy than that of
the light emitting layer and has a function of blocking an
exciton in the light emitting layer from moving to another
layer.

In alight emitting element shown in FIG. 2, a light emitting
layer 213 is provided between a first electrode 201 function-
ing as an anode and a second electrode 202 functioning as a
cathode. Further, an exciton blocking layer 220a containing
the oxadiazole derivative of the present invention is provided
to be in contact with the anode side of the light emitting layer
213. Therefore, in FIG. 2, the exciton blocking layer 220a is
a kind of hole transporting layer.

In addition, in a light emitting element shown in FIG. 3, a
light emitting layer 213 is provided between a first electrode
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201 functioning as an anode and a second electrode 202
functioning as a cathode. Further, an exciton blocking layer
22056 containing the oxadiazole derivative of the present
invention is provided to be in contact with the cathode side of
the light emitting layer 213. Therefore, in FIG. 3, the exciton
blocking layer 2205 is a kind of electron transporting layer.

By the structure of FIG. 2 or 3, an exciton generated in the
light emitting layer 213 can be efficiently kept in the light
emitting layer 213, whereby light emitting efficiency is
enhanced. In addition, since the oxadiazole derivative of the
present invention is a bipolar substance, as shown in FIGS. 2
and 3, the layer on either the anode side or the cathode side of
the light emitting layer can be used as the exciton blocking
layer. Accordingly, although not shown in FIGS. 2 and 3, the
exciton blocking layers containing the oxadiazole derivative
of'the present invention can also be provided on both sides of
the light emitting layer 213.

Here, the light emitting layer 213 can employ various struc-
tures. For example, the light emitting layer 213 may be
formed using a host material and a guest material. As a spe-
cific example of the host material, 4,4'-di(9-carbazolyl)biphe-
nyl (abbreviation: CBP), 2-tert-butyl-9,10-di(2-naphthyl)an-
thracene (abbreviation: t-BuDNA), 9-[4-(9-carbazolyl)
phenyl]-10-phenylanthracene (abbreviation: CzPA), or the
like can be used in addition to NPB, DFLDPBi, ALq;, BAlq,
and the like. Further, as a specific example of the guest mate-
rial, 9-(4-{N-[4-(carbazol-9-yl)phenyl]-N-
phenylamino }phenyl)-10-phenylanthracene  (abbreviation:
YGAPA) or the like can be used in addition to the phospho-
rescent compound and the fluorescent compound described in
Embodiment Mode 2.

Note that the first electrode 201 may have the same struc-
ture as that of the first electrode 101 described in Embodiment
Mode 2. In addition, the second electrode 202 may have the
same structure as that of the second electrode 102 described in
Embodiment Mode 2.

Further, in Embodiment Mode 3, as shown in FIGS. 2 and
3, ahole injecting layer 211, a hole transporting layer 212, an
electron transporting layer 214, and an electron injecting
layer 215 are provided. As for structures of these layers, the
structure of each layer described in Embodiment Mode 2 may
be employed. Note that these layers are not always necessary
and may be appropriately provided depending on the property
of the element.

Embodiment Mode 4

Embodiment Mode 4 will explain a mode of a light emit-
ting device including a light emitting element of the present
invention with reference to FIGS. 4A to 4C. FIGS. 4A to 4C
are cross-sectional views of the light emitting devices.

In FIGS. 4A t0 4C, a portion surrounded by a dotted line in
a rectangular shape is a transistor 11 which is provided to
drive a light emitting element 12 of the present invention. The
light emitting element 12 of the present invention, in which a
layer 15 including a light emitting layer is provided between
a first electrode 13 and a second electrode 14, contains the
oxadiazole derivative of the present invention. Specifically,
the light emitting element 12 has the structure as shown in
Embodiment Mode 2 or 3. A drain region of the transistor 11
is electrically connected to the first electrode 13 by a wiring
17 going through a first interlayer insulating film 16 (164,
164, and 16¢). The light emitting element 12 is separated from
other adjacently-provided light emitting elements by a parti-
tion layer 18. The light emitting device having such a struc-
ture is provided over a substrate 10 in Embodiment Mode 4.

5

10

15

20

25

30

35

40

45

50

55

60

65

152

Note that the transistors 11 shown in FIGS. 4A to 4C are
each a top gate type in which a gate electrode is provided
opposite to a substrate, with a semiconductor layer in the
center. However, the structure of the transistor 11 is not par-
ticularly limited, and for example, a bottom gate type may be
used. In the case of a bottom gate type, the transistor 11 may
have a structure in which a protective film is formed over the
semiconductor layer which forms a channel (a channel pro-
tective type) or a structure in which part of the semiconductor
layer which forms a channel is concave (a channel etched
type).

Alternatively, the semiconductor layer included in the tran-
sistor 11 may be either crystalline or amorphous. Further, it
may be semi-amorphous or the like.

Note that characteristics of the semi-amorphous semicon-
ductor are as follows. It has an intermediate structure between
an amorphous structure and a crystalline structure (including
a single crystal and a polycrystal) and a third state which is
stable in terms of free energy, and it includes a crystalline
region having short-range order and lattice distortion. At least
part of a region in the film contains a crystal grain having a
diameter 0f 0.5 to 20 nm. A Raman spectrum derived from an
L-O phonon is shifted to a lower wavenumber side than 520
cm™'. The diffraction peaks of (111) and (220) to be caused by
a Si crystal lattice are observed in X-ray diffraction. At least
hydrogen or halogen of 1 atomic % is contained to terminate
a dangling bond. The semi-amorphous semiconductor is also
referred to as a so-called microcrystalline semiconductor and
is formed by performing glow discharge decomposition
(plasma CVD) to gas containing silicide. SiH,, is given as the
gas containing silicide. In addition, Si,Hg, SiH,Cl,, SiHCl;,
SiCl,, SiF,, or the like can also be used as the gas containing
silicide. The gas containing silicide may be diluted with H,,
or H, and one or more rare gas elements of He, Ar, Kr, and Ne.
A dilution ratio thereof may range from 2 to 1000 times;
pressure, approximately 0.1 to 133 Pa; and a power supply
frequency, 1 to 120 MHz, preferably, 13 to 60 MHz. A sub-
strate heating temperature may be less than or equal to 300°
C., preferably, 100 to 250° C. The concentration of an atmo-
spheric constituent impurity such as oxygen, nitrogen, or
carbon, as an impurity element in the film, is preferably less
than or equal to 1x10?° atoms/cm?; particularly, the concen-
tration of oxygen is less than or equal to 5x10'° atoms/cm?,
preferably less than or equal to 1x10'® atoms/cm®. Note that
mobility of a TFT (thin film transistor) using the semi-amor-
phous semiconductor is approximately 1 to 10 cm?/Vsec.

As a specific example of the crystalline semiconductor
layer, a layer formed of single-crystal or polycrystalline sili-
con, silicon germanium, or the like can be given. It may be
formed by laser crystallization or may be formed by crystal-
lization through a solid phase growth method using, for
example, nickel or the like.

When the semiconductor layer is formed using an amor-
phous substance, for example, amorphous silicon, a light
emitting device preferably has a circuit in which the transistor
11 and all other transistors (transistors included in a circuit for
driving a light emitting element) are all n-channel transistors.
Other than that, the light emitting device may have a circuit
including either n-channel transistors or p-channel transis-
tors, or the light emitting device may have a circuit including
both types of transistors.

Further, the first interlayer insulating film 16 (16a to 16¢)
may be a multilayer as shown in FIGS. 4A, 4C, or a single
layer. Note that the first interlayer insulating film 16a is
formed using an inorganic material such as silicon oxide or
silicon nitride; and the first interlayer insulating film 165 is
formed using a self-planarizing substance such as acrylic,
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siloxane (an organic group in which a skeleton structure is
formed of a bond of silicon (Si) and oxygen (O) and at least
hydrogen is contained as a substituent), or silicon oxide
which can be formed by coating. In addition, the first inter-
layer insulating film 16¢ is formed using a silicon nitride film
containing argon (Ar). Note that the substance forming each
layer is not particularly limited, and a substance other than the
foregoing substances may also be used. Alternatively, a layer
formed using a substance other than the foregoing substances
may be further combined. As described above, the first inter-
layer insulating film 16 (16a to 16¢) may be formed using
either an inorganic film or an organic film, or both of them.

The partition layer 18 preferably has a shape in which, in
the edge, a curvature radius changes continuously. In addi-
tion, the partition layer 18 is formed using acrylic, siloxane,
resist, silicon oxide, or the like. Note that the partition layer 18
may be formed using either an inorganic film or an organic
film, or both of them.

InFIGS. 4A and 4C, only the first interlayer insulating film
16 (164 to 16¢) is provided between the transistor 11 and the
light emitting element 12. However, as shown in FIG. 4B, a
second interlayer insulating film 19 (192 and 196) may also
be provided in addition to the first interlayer insulating film 16
(16a and 1654). In the light emitting device shown in FIG. 4B,
the first electrode 13 goes through the second interlayer insu-
lating film 19 and connects to the wiring 17.

The second interlayer insulating film 19 may be a multi-
layer, like the first interlayer insulating film 16, or a single
layer. The second interlayer insulating film 194 is formed
using a self-planarizing substance such as acrylic, siloxane
(an organic group in which a skeleton structure is formed of a
bond of silicon (Si) and oxygen (O) and at least hydrogen is
contained as a substituent), or silicon oxide which can be
formed by coating. Further, the second interlayer insulating
film 1954 is formed using a silicon nitride film containing
argon (Ar). Note that a substance forming each layer is not
particularly limited, and a substance other than the foregoing
substances can also be used. Alternatively, a layer formed
using a substance other than the foregoing substances may be
further combined. As described above, the second interlayer
insulating film 19 may be formed using either an inorganic
film or an organic film, or both of them.

When both the first electrode 13 and the second electrode
14 are formed using a light transmitting substance in the light
emitting element 12, light emissions 400 can be extracted
through both the first electrode 13 and the second electrode 14
as indicated by the outlined arrows in FIG. 4A. When only the
second electrode 14 is formed using a light-transmitting sub-
stance, light emission 401 can be extracted only through the
second electrode 14 as indicated by the outlined arrow in FIG.
4B. In this case, it is preferable to form the first electrode 13
using a highly reflective material or provide a film formed
using a highly reflective material (reflective film) below the
first electrode 13. Further, when only the first electrode 13 is
formed using a light-transmitting substance, light emission
402 can be extracted only through the first electrode 13 as
indicated by the outlined arrow in FIG. 4C. In this case, it is
preferable to form the second electrode 14 using a highly
reflective material or provide a reflective film above the sec-
ond electrode 14.

In the light emitting element 12, the layer 15 may be
stacked so as to operate the light emitting element 12 when
voltage is applied so that potential of the second electrode 14
becomes higher than that of the first electrode 13, or the layer
15 may be stacked so as to operate the light emitting element
12 when voltage is applied so that potential of the second
electrode 14 becomes lower than that of the first electrode 13.
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In the former case, the transistor 11 is an n-channel transistor,
and in the latter case, the transistor 11 is a p-channel transis-
tor.

As described above, Embodiment Mode 4 describes the
active type light emitting device which controls driving of the
light emitting element by the transistor. In addition, a passive
type light emitting device, which drives a light emitting ele-
ment without particularly providing an element for driving
such as a transistor, may also be employed.

Inthe light emitting device shown in Embodiment Mode 4,
the light emitting element of the present invention is used;
therefore, light emitting efficiency is high and driving voltage
is low. Therefore, there is a feature that power consumption is
low.

Embodiment Mode 5

A light emitting device using the light emitting element of
the present invention can display a favorable image. There-
fore, electronic devices that are capable of providing an excel-
lent image can be obtained by applying the light emitting
device of the present invention to a display portion of the
electronic devices. In addition, the light emitting device
including the light emitting element of the present invention
can be driven with low power consumption because it has
high light emitting efficiency and low driving voltage. There-
fore, electronic devices with low power consumption can be
obtained by applying the light emitting device of the present
invention to the display portion of the electronic devices, and
for example, a telephone set that has long battery standing
time, and the like can be obtained. The following will show
examples of the electronic devices provided with the light
emitting device to which the light emitting element of the
present invention is applied.

FIG. 5A is a computer manufactured by employing the
present invention, which includes a main body 511, a frame
body 512, a display portion 513, a keyboard 514, and the like.
The computer can be completed by incorporating the light
emitting device including the light emitting element of the
present invention thereinto as a display portion.

FIG. 5B is a telephone set manufactured by employing the
present invention, in which a main body 522 includes a dis-
play portion 521, an audio output portion 524, an audio input
portion 525, operation switches 526 and 527, an antenna 523,
and the like. The telephone set can be completed by incorpo-
rating the light emitting device including the light emitting
element of the present invention thereinto as a display por-
tion.

FIG. 5C is a television set manufactured by employing the
present invention, which includes a display portion 531, a
frame body 532, a speaker 533, and the like. The television set
can be completed by incorporating the light emitting device
including the light emitting element of the present invention
thereinto as a display portion.

As described above, the light emitting device of the present
invention is extremely suitable to be used as the display
portion of various kinds of electronic devices.

Although the computer and the like are described in
Embodiment Mode 5, the light emitting device including the
light emitting element of the present invention may also be
mounted on a navigation system, lighting equipment, or the
like.

Embodiment 1
Synthesis Example 1

Synthesis Example 1 will specifically show a synthesis
example of 2-(4-{N-[4-(carbazol-9-yl)phenyl]-N-
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phenylamino }phenyl)-5-phenyl-1,3,4-o0xadiazole (abbrevia-
tion: YGAQO11) that is the oxadiazole derivative of the present
invention represented by the structural formula (1) of
Embodiment Mode 1.

Step 1: Synthesis of
2-(4-bromophenyl)-5-phenyl-1,3.4-oxadiazole
(abbreviation: O11Br)>

In Step 1, O11Br was synthesized according to (i) to (iii)
shown below.

(1) Synthesis of 4-bromobenzohydrazide

First, 3.0 g (13.9 mmol) of methyl-4-bromobenzoate was
putina 100-mL three-neck flask, 10 mL. of ethanol was added
therein, and the mixture was stirred. Thereafter, 4.0 mL of
hydrazine monohydrate was added therein, and the mixture
was heated and stirred at 78° C. for 5 hours. The obtained
solid was washed with water and collected by suction filtra-
tion; thus, 2.0 g of a white solid of 4-bromobenzohydrazide
that was an object was obtained (yield: 67%).

(ii) Synthesis of
1-benzoyl-2-(4-bromobenzoyl)hydrazine

Subsequently, 2.0 g (13.9 mmol) of the 4-bromobenzohy-
drazide obtained in (i) above was put in a 300-mL three-neck
flask, 7 mL. of N-methyl-2-pyrrolidone (abbreviation: NMP)
was added therein, and the mixture was stirred. Thereafter, a
mixture of 2.5 ml. of N-methyl-2-pyrrolidone and 2.5 mL
(21.5 mmol) of benzoyl chloride was dripped through a
50-mL dropping funnel, and the mixture was stirred at 80° C.
for 3 hours. The obtained solid was washed with water and a
sodium carbonate aqueous solution in this order and collected
by suction filtration. Then, the solid was recrystallized with
acetone; thus, 3.6 g of a white solid of 1-benzoyl-2-(4-bro-
mobenzoyl)hydrazine that was an object was obtained (yield:
80%).

(iii) Synthesis of O11Br

Further, 15 g (47 mmol) of the 1-benzoyl-2-(4-bromoben-
zoyl)hydrazine obtained by the method shown in (ii) above
was put in a 200-mL three-neck flask, 100 mL of phosphoryl
chloride was added therein, and the mixture was heated and
stirred at 100° C. for 5 hours. After the reaction, the solid
obtained by completely distilling off phosphoryl chloride was
washed with water and a sodium carbonate aqueous solution
in this order and collected by suction filtration. Then, the solid
was recrystallized with methanol; thus, 13 g of a white solid
of O11Br that was an object of Step 1 was obtained (yield:
89%). A synthesis scheme of Step 1 described above is shown
in the following scheme (a-1).

MeO
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Step 2: Synthesis of 4-(carbazol-9-yl)diphenylamine
(abbreviation: YGA)

In Step 2, YGA was synthesized according to (i) and (ii)
shown below.

(1) Synthesis of 9-(4-bromophenyl)carbazole

First, 56 g (240 mmol) of p-dibromobenzene, 31 g (180
mmol) of carbazole, 4.6 g (24 mmol) of copper iodide, 66 g
(480 mmol) of potassium carbonate, and 2.1 g (8 mmol) of
18-crown-6-ether were put in a 300-mL three-neck flask, and
nitrogen was substituted for air in the flask. Then, 8 mL of
N,N'-dimethylpropyleneurea (abbreviation: DMPU) was
added therein, and the mixture was stirred at 180° C. for 6
hours. After the reaction mixture was cooled to room tem-
perature, a precipitate was removed by suction filtration. The
filtrate was washed with dilute hydrochloric acid, a saturated
sodium hydrogen-carbonate aqueous solution, and a satu-
rated saline solution in this order and dried with magnesium
sulfate. After being dried, the solution was filtered naturally
and concentrated, and an obtained oily substance was purified
by silica gel column chromatography (hexane:ethyl
acetate=9:1) and recrystallized with chloroform and hexane;
thus, 21 g of a light brown plate-shaped crystal of 9-(4-
bromophenyl)carbazole that was an object was obtained
(vield: 35%).

(i1) Synthesis of YGA

Subsequently, 5.4 g (17 mmol) of the 9-(4-bromophenyl)
carbazole that was obtained in (i) above, 1.8 mL (20 mmol) of
aniline, 0.1 g (0.2 mmol) of bis(dibenzylideneacetone)palla-
dium(0), and 3.9 g (40 mmol) of sodium-tert-butoxide were
put in a 200-mL three-neck flask, and nitrogen was substi-
tuted for air in the flask. Then, 0.1 mL of a 10% hexane
solution of tri(tert-butyl)phosphine and 50 ml. of toluene
were added therein, and the mixture was stirred at 80° C. for
6 hours. After the reaction mixture was filtered through Flo-
risil, Celite, and alumina, the filtrate was washed with water
and a saturated saline solution and dried with magnesium
sulfate. After being dried, the solution was filtered naturally
and concentrated, and an obtained oily substance was purified
by silica gel column chromatography (hexane:ethyl
acetate=9:1); thus, 4.1 g of YGA that was an object of Step 2
was obtained (yield: 73%). The synthesis scheme of Step 2 as
described above is shown in the following scheme (b-1).
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Step 3: Synthesis of 2-(4-{N-[4-(carbazol-9-yl)phe-
nyl]-N-phenylamino } phenyl)-5-phenyl-1,3,4-oxadia-
zole (abbreviation: YGAO11)

3.0 g (10.0 mmol) of O11Br obtained in Step 1,3.4 g (10.0
mmol) of YGA obtained in Step 2, and 1.9 g (19.9 mmol) of
sodium-tert-butoxide were put in a 100-mL three-neck flask,
and nitrogen was substituted for air in the flask. Then, 45 mL
of'toluene, 0.3 mL of a 10% hexane solution of tri(tert-butyl)
phosphine, 0.3 g (0.6 mmol) of bis(dibenzylideneacetone)
palladium(0) were added therein, and the mixture was heated
and stirred for at 120° C. 5 hours. After the reaction, the
mixture was filtered through Celite, and the filtrate was
washed with water and dried with magnesium sulfate. After
being dried, the solution was filtrated, and the filtrate was
concentrated. An obtained solid was dissolved in toluene and
purified by silica gel column chromatography. Purification by
column chromatography was performed by using toluenc as a
developing solvent and then using a mixed solvent of toluene:
ethyl acetate=1:1 as a developing solvent. The purified solid
was recrystallized with chloroform and hexane; thus, 4.7 g of
a light yellow solid YGAOI11 that was an object of Synthesis
Example 1 was obtained (yield: 85%). The synthesis scheme
of'Step 3 as described above is shown in the following scheme

(c=1).
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The following shows a result of analyzing YGAOI11 that
was obtained by nuclear magnetic resonance spectroscopy
(*H-NMR). FIG. 6A shows an '"H-NMR chart and FIG. 6B
shows an enlarged chart thereof. Accordingly, it was found
that the oxadiazole derivative YGAOI11 of the present inven-
tion represented by the structural formula (1) was obtained in
Synthesis Example 1.

'H-NMR (CDCl,, 300 MHz): 8=7.14-7.53 (m, 19H),
8=8.03 (d, J=8.7, 2H), 6=8.11-8.15 (m, 4H)

In addition, sublimation purification of the obtained
YGAOL11 was performed by a train sublimation method.
Under a reduced pressure of 7 Pa, sublimation purification
was performed at 265° C. for 12 hours, setting the flow rate of
argon to be 3 mL/min. When sublimation purification was
performed on 4.5 gof YGAOL11, the yield was 3.4 g and 76%.

Next, the absorption spectrum and the emission spectrum
of YGAOI11 were measured. The absorption spectrum was
measured using an ultraviolet-visible spectrophotometer
(V-550, by JASCO Corporation) and the emission spectrum
was measured using a spectrofluorometer (FS920, by
Hamamatsu Photonics K.K.). The measurement was per-
formed at room temperature for a toluene solution and a
deposited film. FIG. 7A shows the measurement result for the
toluene solution and FIG. 7B shows the measurement result
for the deposited film. The horizontal axis indicates the wave-
length and the vertical axis indicates the intensity of the
absorption and light emission.
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As shown in FIG. 7A, the oxadiazole derivative YGAO11
of'the present invention has an absorption peak at 362 nm with
the toluene solution. A reference numeral 700aq is an absorp-
tion spectrum. In addition, the emission spectrum 7005 has a
peak at 431 nm. Note that the emission spectrum was mea-
sured through excitation of YGAOL11 at a wavelength of 362
nm.
In addition, as shown in FIG. 7B, the deposited film of the
oxadiazole derivative YGAOI11 of the present invention has
an absorption peak at 369 nm. A reference numeral 701a is an
absorption spectrum. In addition, the emission spectrum 7015
has a peak at 456 nm. Note that the emission spectrum was
measured through excitation of YGAO11 at a wavelength of
369 nm.

Data on the absorption spectrum in FIG. 7B was used to
obtain the absorption edge by a Tauc plot. Further, the energy
of'the absorption edge was used as an energy gap to find that
an energy gap of YGAO11 was 3.06 eV. Accordingly, it was
found that the oxadiazole derivative YGAO11 of the present
invention has high excitation energy.

In addition, when the ionizing potential of YGAO11 in a
thin film state was measured with a photoelectron spectrom-
eter (AC-2, by RIKEN KFEIKI CO., LTD.) in the air, the
ionizing potential was 5.49 eV. As a result, it was found that
the HOMO level was -5.49 eV. Further, when the LUMO
level was calculated from the value of the energy gap and the
HOMO level obtained as described above, the LUMO level
was -2.43 eV.

Further, the optimal molecular structure of YGAO11 in the
ground state was calculated using the B3LYP/6-311 (d, p) of
the density functional theory (DFT). The accuracy of calcu-
lation of the DFT is higher than that of a Hartree-Fock (HF)
method which does not consider electron correlation. In addi-
tion, calculation costs for the DFT are lower than that of a
method of perturbation (MP) which has the same level of
accuracy of calculation as that of the DFT. Therefore, the DFT
was employed for this calculation. The calculation was per-
formed using a high performance computer (HPC) (Al-
tix3700 DX, by SGI Japan, L.td.). When singlet excitation
energy (energy gap) of YGAO11 was calculated using the
B3LYP/6-311 (d, p) of a time-dependent density functional
theory (TDDFT) in the molecular structure optimized by the
DFT, the singlet excitation energy was 3.18 eV. In addition,
when triplet excitation energy of YGAO11 was calculated, it
was 2.53 eV. According to the above results, it is understood
that the oxadiazole derivative of the present invention is a
substance having high excitation energy, in particular, a sub-
stance having high triplet excitation energy.

Further, the glass transition point was measured with a
differential scanning calorimeter (Pyris 1 DSC, by Perki-
nElmer Inc.). After a sample was heated to 330° C. at 40°
C./min, it was cooled to room temperature at 40° C./min.
After that, the temperature was raised to 330° C. at 10°
C./min, the sample was cooled to room temperature at 40°
C./min, and the glass transition point was measured. As a
result, it was found that the glass transition point (Tg) of
YGAOI11 was 99° C.

Subsequently, an oxidation property and a reduction prop-
erty of YGAO11 were examined by cyclic voltammetry (CV).
An electrochemical analyzer (ALS model 600A, by BAS
Inc.) was used as a measuring device. The solution for the CV
measurement was prepared by using dehydrated dimethylfor-
mamide (DMF) as a solvent, dissolving a supporting electro-
lyte of tetra-n-butylammonium perchlorate (n-Bu,NC1O,) to
a concentration of 100 mM, and dissolving YGAO11, the
object of measurement, to a concentration of 1 mM. A plati-
num electrode (PTE platinum electrode, by BAS Inc.) was
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used as a working electrode, another platinum electrode (Pt
counter electrode (5 cm) for VC-3, by BAS Inc.) was used as
an auxiliary electrode, and an Ag/Ag* electrode (RES non-
aqueous solvent reference electrode, by BAS Inc.) was used
as a reference electrode.

The oxidation property was measured by first scanning
potential of the working electrode with respect to the refer-
ence electrode from -0.11 to 0.90 V and then continuously
scanning the potential from 0.90 to -0.11 V. In addition, the
reduction property was measured by first scanning potential
of the working electrode with respect to the reference elec-
trode from —0.07 to —=2.60 V and then continuously scanning
the potential from -2.60 to —0.07 V. The scanning speed of the
CV measurement was set to be 0.1 V/s.

FIG. 8A shows a CV curve for the oxidation property of
YGAOI11, and FIG. 8B shows a CV curve for the reduction
property. In FIGS. 8A and 8B, the horizontal axis indicates
the potential of the working electrode with respect to the
reference electrode, and the vertical axis indicates a value of
current which flows between the working electrode and the
auxiliary electrode. As shown in FIGS. 8A and 8B, both the
oxidation peak 800a and the reduction peak 8006 of YGAO11
were clearly observed. Specifically, a current which shows
oxidation was observed in the vicinity of 0.87V (vs. Ag/Ag*
electrode), and a current which shows reduction was observed
in the vicinity of -2.40 V (vs. Ag/Ag* electrode). Accord-
ingly, it was found that YGAOI11 is a substance which can
easily receive both a hole and an electron.

Synthesis Example 2

Synthesis Example 2 will specifically show a synthesis
example of 2-phenyl-5-{(4-[N-phenyl-N-(9-phenylcarbazol-
3-ylamino|phenyl-1,3.4-oxadiazole (abbreviation:
PCAOI11) that is the oxadiazole derivative of the present
invention represented by the structural formula (51) of
Embodiment Mode 1.

Step 1: Synthesis of
2-(4-bromophenyl)-5-phenyl-1,3.4-oxadiazole
(abbreviation: O11Br)

This synthesis is described in Step 1 of Synthesis Example
1 and will thus be omitted here.

Step 2: Synthesis of
N-phenyl-(9-phenylcarbazol-3-yl)amine
(abbreviation: PCA

In Step 2, PCA was synthesized according to (i) and (ii)
shown below.

(1) Synthesis of 3-bromo-9-phenylcarbazole

First, 24.3 g (100 mmol) of N-phenylcarbazole was dis-
solved in 600 mL of glacial acetic acid, 17.8 g (100 mmol) of
N-bromosuccinimide was slowly added therein, and the mix-
ture was stirred at room temperature for 18 hours. This reac-
tion solution was dripped to 1 L of ice water while being
stirred, and a white solid which was precipitated was washed
with water three times. The obtained solid was dissolved in
150 mL of diethyl ether and washed with a saturated sodium
hydrogen-carbonate aqueous solution and water. After being
washed, an organic layer was dried with magnesium sulfate.
After filtration, the filtrate was concentrated. Thereafter,
approximately 50 mL of methanol was added to an obtained
solid, and the solid was irradiated with ultrasonic waves to be
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uniformly dissolved. This solution was left at rest, and a white
precipitate was obtained. This precipitate was collected by
filtration and dried; thus, 28.4 g of a white powder of
3-bromo-9-phenylcarbazole that was an object was obtained
(yield: 88%).

(ii) Synthesis of PCA

Subsequently, under nitrogen, 110 ml of dehydrated
xylene and 7.0 g (75 mmol) of aniline were added to a mixture
of 19 g (60 mmol) of the 3-bromo-9-phenylcarbazole
obtained in (i) above, 340 mg (0.6 mmol) of bis(dibenzylide-
neacetone)palladium(0), 1.6 g (3.0 mmol) of 1,1-bis(diphe-
nylphosphino)ferrocene (DPPF), and 13 g (180 mmol) of
sodium-tert-butoxide. This mixture was heated and stirred in
a nitrogen atmosphere at 90° C. for 7.5 hours. After the
reaction was terminated, approximately 500 mL of toluene,
which was heated to 50° C., was added to an obtained sus-
pension, and this suspension was filtered through Florisil,
alumina, and Celite. The thus obtained filtrate was concen-
trated, and hexane and ethyl acetate were added to a solid
which was precipitated, and irradiation with ultrasonic waves
was performed. The thus obtained suspension was filtered,
and the residue was dried; thus, 15 g of a cream-colored
powder of PCA that was an object of Step 2 was obtained
(yield: 75%). The synthesis scheme of Step 2 as described
above is shown in the following scheme (b-2).

(b-2)
NBS
N CH;COOH
NH,
N Pa(dba),, DPPF,
tert-BuONa, xylene
Br
HN
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Step 3: Synthesis of 2-phenyl-5-{4-[N-phenyl-N-(9-
phenylcarbazol-3-yl)amino]phenyl}-1,3,4-oxadiaz-
ole (abbreviation: PCAO11)

First, 1.0 g (3.3 mmol) of O11Br obtained in Step 1, 1.1 g
(3.3 mmol) of PCA obtained in Step 2, and 0.6 g (6.7 mmol)
of sodium-tert-butoxide were put in a 100-ml. three-neck
flask, and nitrogen was substituted for air in the flask. Then,
15 mL of toluene and 0.1 mL of a 10% hexane solution of
tri-tert-butylphosphine were added therein, and nitrogen was
further substituted for air in the flask. 0.1 g (0.2 mmol) of
bis(dibenzylideneacetone)palladium(0) was added therein,
and the mixture was stirred at 80° C. for 5 hours. After the
reaction was terminated, an obtained solid was dissolved in
chloroform and washed with water, and then filtered through
Celite, and the filtrate was further washed with water. An
obtained organic layer was dried with magnesium sulfate and
filtered, and the filtrate was concentrated. An obtained solid
was dissolved in toluene and purified by silica gel column
chromatography. Purification by column chromatography
was performed by using toluene as a developing solvent and
then using a mixed solvent of toluene:ethyl acetate=1:1 as a
developing solvent. The purified solid was recrystallized with
chloroform and hexane; thus, 0.99 g of a yellow solid
PCAOI11 that was an object of Synthesis Example 2 was
obtained (yield: 54%). The synthesis scheme of Step 3 as
described above is shown in the following scheme (c-2).

O11Br

(c-2)

_—
Pa(dba),, P(tert-Bu)s,
tert-BuONa, toluene

==z
C I
=7

PCAO11
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The following shows a result of analyzing PCAO11 that
was obtained in Step 3 by nuclear magnetic resonance spec-
troscopy (‘H-NMR). FIG. 9A shows an "H-NMR chart and
FIG. 9B shows an enlarged chart thereof. Accordingly, it was
found that the oxadiazole derivative PCAO11 of the present
invention represented by the structural formula (51) was
obtained in Synthesis Example 2.

'H-NMR (CDCls, 300 MHz): 8=7.11-7.65 (m, 20H),
8=7.93 (d, J=9.0, 2H), $=8.03-7.98 (m, 2H), 6=8.12 (m, 2H)

In addition, sublimation purification of the obtained
PCAO11 was performed by a train sublimation method.
Under a reduced pressure of 7 Pa, sublimation purification
was performed at 270° C. for 12 hours, setting the flow rate of
argon to be 3 mL/min. When sublimation purification was
performed on 0.99 g of PCAO11, the yield was 0.71 g and
72%.

Next, the absorption spectrum and the emission spectrum
of PCAO11 were measured. The absorption spectrum was
measured using an ultraviolet-visible spectrophotometer
(V-550, by JASCO Corporation) and the emission spectrum
was measured using a spectrofluorometer (FS920, by
Hamamatsu Photonics K.K.). The measurement was per-
formed at room temperature for a toluene solution and a
deposited film. FIG. 10A shows a measurement result for the
toluene solution and FIG. 10B shows a measurement result
for the deposited film. The horizontal axis indicates the wave-
length and the vertical axis indicates the intensity of the
absorption and light emission.

As shown in FIG. 10A, the oxadiazole derivative PCAO11
of'the present invention has an absorption peak at 366 nm with
the toluene solution. A reference numeral 1000q is an absorp-
tion spectrum. In addition, the emission spectrum 10005 has
a peak at 456 nm. Note that the emission spectrum was
measured through excitation of PCAO11 at a wavelength of
366 nm.

In addition, as shown in FIG. 10B, the deposited film of the
oxadiazole derivative PCAO11 of the present invention has an
absorption peak at 377 nm. A reference numeral 1001¢ is an
absorption spectrum. In addition, the emission spectrum
10015 has a peak at 483 nm. Note that the emission spectrum
was measured through excitation of PCAO11 at a wavelength
of 356 nm.

Data on the absorption spectrum in FIG. 10B was used to
obtain the absorption edge by a Tauc plot. Further, the energy
of'the absorption edge was used as an energy gap to find that
an energy gap of PCAO11 was 2.97 eV. Accordingly, it was
found that the oxadiazole derivative PCAO11 of the present
invention has high excitation energy.

In addition, when the ionizing potential of PCAO11 in a
thin film state was measured with a photoelectron spectrom-
eter (AC-2, by RIKEN KFEIKI CO., LTD.) in the air, the
ionizing potential was 5.30 eV. As a result, it was found that
the HOMO level was -5.30 eV. Further, when the LUMO
level was calculated from the value of the energy gap and the
HOMO level obtained as described above, the LUMO level
was -2.33 eV.

Further, the optimal molecular structure of PCAO11 in the
ground state was calculated using the B3LYP/6-311 (d, p) of
the density functional theory (DFT). The accuracy of calcu-
lation of the DFT is higher than that of a Hartree-Fock (HF)
method which does not consider electron correlation. In addi-
tion, calculation costs of the DFT are lower than that of a
method of perturbation (MP) which has the same level of
accuracy of calculation as that of the DFT. Therefore, the DFT
was employed in this calculation. The calculation was per-
formed using a high performance computer (HPC) (Al-
tix3700 DX, by SGI Japan, Ltd.). In addition, when singlet
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excitation energy (energy gap) of PCAO11 was calculated
using the B3LYP/6-311 (d, p) of a time-dependent density
functional theory (TDDFT) in the molecular structure opti-
mized by the DFT, the singlet excitation energy was 3.11 eV.
In addition, when triplet excitation energy of PCAO11 was
calculated, it was 2.50 eV. According to the above results, it is
understood that the oxadiazole derivative of the present
invention is a substance having high excitation energy, in
particular, a substance having high triplet excitation energy.

Further, the glass transition point was measured by a dif-
ferential scanning calorimeter (DSC Pyris 1, by PerkinElmer,
Inc.). After a sample was heated to 280° C. at 40° C./min, it
was cooled to room temperature at 40° C./min. After that, the
temperature was raised to 280° C. at 10° C./min, the sample
was cooled to room temperature at 40° C./min, and the glass
transition point was measured. As a result, it was found that
the glass transition point (Tg) of PCAO11 was 103° C.

Subsequently, an oxidation property and a reduction prop-
erty of PCAO11 were examined by cyclic voltammetry (CV).
The measurement device, and the solution and the concentra-
tion for the CV measurement were the same as those of
Synthesis Example 1.

The oxidation property was measured by first scanning
potential of the working electrode with respect to the refer-
ence electrode from -0.22 to 0.80 V and then continuously
scanning the potential from 0.80 to -0.22 V. In addition, the
reduction property was measured by scanning potential ofthe
working electrode with respect to the reference electrode
from -0.60 to —2.70 V and continuously scanning the poten-
tial from -2.70 to -0.60 V. The scanning speed of the CV
measurement was set to be 0.1 V/s.

FIG. 11A shows a CV curve for the oxidation property of
PCAOL11, and FIG. 11B shows a CV curve for the reduction
property. In FIGS. 11A and 11B, the horizontal axis indicates
potential of the working electrode with respect to the refer-
ence electrode, and the vertical axis indicates a value of
current which flows between the working electrode and the
auxiliary electrode. As shown in FIGS. 11A and 11B, both the
oxidation peak 1100a¢ and the reduction peak 1100a of
PCAOI11 were clearly observed. Accordingly, it was found
that PCAO11 was a substance which can easily receive both
a hole and an electron.

Synthesis Example 3

Synthesis Example 3 will specifically show a synthesis
example of 2-{4-[N-(4-diphenylaminophenyl)-N-pheny-
lamino]phenyl}-5-phenyl-1,3,4-oxadiazole  (abbreviation:
DPAO11) that is the oxadiazole derivative of the present
invention represented by the structural formula (91) of
Embodiment Mode 1.

Step 1: Synthesis of
2-(4-bromophenyl)-5-phenyl-1,3.4-oxadiazole
(abbreviation: O11Br)

This synthesis is described in Step 1 of Synthesis Example
1 and will thus be omitted here.

Step 2: Synthesis of
N,N,N'-triphenyl-1,4-phenylenediamine
(abbreviation: DPA

In Step 2, DPA was synthesized according to (i) and (ii)
shown below.
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(1) Synthesis of 4-bromotriphenylamine

First, 25 g (100 mmol) of triphenylamine, 18 g (100 mmol)
of N-bromosuccinimide, and 400 mL of ethyl acetate were
put in a 1000-mL Erlenmeyer flask, and the mixture was
stirred at room temperature in the air for 18 hours. After the
reaction was terminated, the mixture was washed with a satu-
rated sodium carbonate aqueous solution twice to obtain an
organic layer and a water layer. Then, the water layer was
extracted twice with ethyl acetate, and the extract was com-
bined with the organic layer and washed with a saturated
saline solution. The solution was dried with magnesium sul-
fate and filtered naturally, and the filtrate was concentrated.
An obtained colorless solid was recrystallized with ethyl
acetate-hexane; thus, 22 g of a colorless powdered solid of
4-bromotriphenylamine was obtained (yield: 66%).

ii) Synthesis of
N,N,N'-triphenyl-1,4-phenylenediamine
(abbreviation: DPA

Subsequently, 0.56 g (6 mmol) of the 4-bromotripheny-
lamine obtained in (i) above, 0.35 g (0.6 mmol) of bis(diben-
zylideneacetone)palladium(0), and 0.58 g (6 mmol) of
sodium-tert-butoxide were put in a 100-mL three-neck flask,
5 mL of toluene was added therein, and nitrogen was substi-
tuted for air in the flask. Then, 0.56 g (6 mmol) of aniline and
0.37 mL (1.8 mmol) of a 10% hexane solution of tri-tert-
butylphosphine were added therein, and the mixture was
heated and stirred at 80° C. for 5 hours. After the reaction, the
reaction was terminated by adding a saturated saline solution,
and a water layer was extracted with approximately 100 mL
of ethyl acetate. The extract was dried with magnesium sul-
fate and filtered. The filtrate was concentrated and purified by
silica gel column chromatography of ethyl acetate:hexane=1:
20; thus, 0.24 g of a light yellow powdered solid DPA that was
an object of Step 2 was obtained (yield: 42%). The synthesis
scheme of Step 2 as described above is shown in the following
scheme (b-3).

(b-3)

NBS
CH;COOEt

NH.
Br 2
_— -
Pa(dba),, P(tert-Bu);,
N tert-BuONa,toluene
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-continued

)

DPA

Step 3: Synthesis of 2-{4-[N-(4-diphenylaminophe-
nyl)-N-phenylamino]phenyl }-5-phenyl-1,3,4-oxadia-
zole (abbreviation: DPAO11)

0.61 g (2.0 mmol) of O11Br obtained in Step 1, 0.67 g (2.0
mmol) of DPA obtained by the method shownin Step 2,1.0g
(10.4 mmol) of sodium-tert-butoxide, and 0.014 g (0.02
mmol) of bis(dibenzylideneacetone)palladium(0) were put in
a 50-mL three-neck flask, and nitrogen was substituted for air
in the flask. Then, 7 mL of toluene and 0.1 mL of a 10%
hexane solution of tri-tert-butylphosphine were added
therein, and the mixture was heated and stirred at 80° C. for 8
hours. After the reaction was terminated, an obtained solid
was dissolved in chloroform, washed with water and a satu-
rated saline solution in this order, and filtered through Celite.
The filtrate was concentrated, and an obtained solid was dis-
solved in toluene and purified by silica gel column chroma-
tography. Purification by column chromatography was per-
formed by using toluene as a developing solvent and then
using a mixed solvent of toluene:ethyl acetate=1:1 as a devel-
oping solvent. The purified solid was recrystallized with chlo-
roform and hexane; thus, 0.65 g of a yellow solid DPAO11
that was an object of Synthesis Example 3 was obtained
(vield: 58%). The synthesis scheme of Step 3 as described
above is shown in the following scheme (c-3).

(c-3)

\Z
=7

Br

O11Br
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The following shows a result of analyzing DPAO11 that
was obtained in Step 3 by nuclear magnetic resonance spec-
troscopy (‘H-NMR). FIG. 12A shows an '"H-NMR chart and
FIG. 12B shows an enlarged chart thereof. Accordingly, it
was found that the oxadiazole derivative DPAOI11 of the
present invention represented by the structural formula (91)
was obtained in Synthesis Example 3.

'H-NMR (CDCl,, 300 MHz): 8=7.00-7.37 (m, 21H),
8=7.52 (m, 3H), 8=7.95 (d, J=9.0, 2H), 6=8.10-8.13 (m, 2H)

Next, the absorption spectrum and the emission spectrum
of DPAO11 were measured. The absorption spectrum was
measured using an ultraviolet-visible spectrophotometer
(V-550, by JASCO Corporation) and the emission spectrum
was measured using a spectrofluorometer (FS920, by
Hamamatsu Photonics K.K.). The measurement was per-
formed at room temperature for a toluene solution and a
deposited film. FIG. 13A shows a measurement result for the
toluene solution and FIG. 13B shows a measurement result
for the deposited film. The horizontal axis indicates the wave-
length and the vertical axis indicates the intensity of the
absorption and light emission.

As shown in FIG. 13A, the oxadiazole derivative DPAO11
of'the present invention has an absorption peak at 369 nm with
the toluene solution. A reference numeral 1300q is an absorp-
tion spectrum. In addition, the emission spectrum 13005 has
a peak at 498 nm. Note that the emission spectrum was
measured through excitation of DPAO11 at a wavelength of
369 nm.

In addition, as shown in FIG. 13B, the deposited film of the
oxadiazole derivative DPAO11 of the present invention has an
absorption peak at 373 nm. A reference numeral 1301¢ is an
absorption spectrum. In addition, the emission spectrum
13015 has a peak at 504 nm. Note that the emission spectrum
was measured through excitation of DPAO11 at a wavelength
of373 nm.
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Data on the absorption spectrum in FIG. 13B was used to
obtain the absorption edge by a Tauc plot. Further, the energy
of'the absorption edge was used as an energy gap to find that
an energy gap of DPAO11 was 2.99 eV. Accordingly, it was
found that the oxadiazole derivative DPAO11 of the present
invention has high excitation energy.

In addition, when the ionizing potential of DPAO11 in a
thin film state was measured with a photoelectron spectrom-
eter (AC-2, by RIKEN KEIKI CO., LTD.) in the air, the
ionizing potential was 5.41 eV. As a result, it was found that
the HOMO level was -5.41 eV. Further, when the LUMO
level was calculated from the value of the energy gap and the
HOMO level obtained as described above, the LUMO level
was -2.42 eV.

Further, the glass transition point was measured with a
differential scanning calorimeter (DSC Pyris 1, by Perki-
nElmer Inc.). After a sample was heated to 280° C. at 40°
C./min, it was cooled to room temperature at 40° C./min.
After that, the temperature was raised to 280° C. at 10°
C./min, the sample was cooled to room temperature at 40°
C./min, and the glass transition point was measured. As a
result, it was found that the glass transition point (Tg) of
DPAOL11 was 72° C.

Subsequently, an oxidation property and a reduction prop-
erty of DPAO11 were examined by cyclic voltammetry (CV).
The measurement device, and the solution and the concentra-
tion for the CV measurement were the same as those of
Synthesis Example 1.

The oxidation property was measured by first scanning
potential of the working electrode with respect to the refer-
ence electrode from -0.35 to 0.60 V and then continuously
scanning the potential from 0.60 to —-0.35 V. In addition, the
reduction property was measured by first scanning potential
of the working electrode with respect to the reference elec-
trode from —0.32 to -2.60 V and then continuously scanning
the potential from —2.60 to —0.32 V. The scanning speed of the
CV measurement was set to be 0.1 V/s.

FIG. 14A shows a CV curve for the oxidation property of
DPAOI11, and FIG. 14B shows a CV curve for the reduction
property. In FIGS. 14A and 14B, the horizontal axis indicates
potential of the working electrode with respect to the refer-
ence electrode, and the vertical axis indicates a value of
current which flows between the working electrode and the
auxiliary electrode. As shown in FIGS. 14A and 14B, both the
oxidation peak 1400a and the reduction peak 14006 of
DPAO11 were clearly observed. Accordingly, it was found
that DPAO11 was a substance which can easily receive both a
hole and an electron.

Embodiment 2

Embodiment 2 will specifically show an example of a light
emitting element using the oxadiazole derivative YGAO11 of
the present invention synthesized in Synthesis Example 1 of
Embodiment 1 as a host material of a light emitting layer and
a green phosphorescent compound as a guest material. FIG. 1
shows an element structure.
<<Manufacturing of a Light Emitting Element of Embodi-
ment 2>>

A glass substrate with a thickness of 110 nm, over which
indium tin oxide containing silicon oxide (ITSO) is formed, is
prepared. The periphery of the ITSO surface was covered
with an insulating film so that a surface of 2 mmx2 mm was
exposed. Note that ITSO is a first electrode 101 which func-
tions as an anode of a light emitting element. As pretreatment
for forming a light emitting element over the substrate, the
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surface of the substrate was cleaned with a porous resin brush,
baked at 200° C. for 1 hour, and subjected to UV ozone
treatment for 370 seconds.

Subsequently, the substrate was fixed to a holder provided
in a vacuum deposition apparatus so that the surface provided
with ITSO faced downward.

After pressure in the vacuum deposition apparatus was
reduced to 10* Pa, NPB represented by the following struc-
tural formula (i) and molybdenum oxide (VI) were codepos-
ited so as to meet NPB:molybdenum oxide (VI)=4:1 (mass
ratio), whereby a hole injecting layer 111 was formed. A
thickness thereof was set to be 50 nm. Note that a codeposi-
tion method is a deposition method in which a plurality of
different substances are concurrently evaporated from difter-
ent evaporation sources, respectively. Next, NPB was depos-
ited to be 10 nm thick, whereby a hole transporting layer 112
was formed. Further, over the hole transporting layer 112, the
oxadiazole derivative YGAO11 of the present invention and
Ir(ppy),(acac) represented by the following structural for-
mula (ii) were codeposited so as to meet YGAO11:Ir(ppy),
(acac)=1:0.08 (mass ratio), whereby a light emitting layer
113 was formed. A thickness thereof was set to be 30 nm.
Then, BCP represented by the following structural formula
(iii) was deposited to be 10 nm thick, whereby an electron
transporting layer 114 was formed. Further, over the electron
transporting layer 114, Alq, represented by the following
structural formula (iv) and lithium (Li) were codeposited so
as to meet Alq,:Li=1:0.01 (mass ratio), whereby an electron
injecting layer 115 was formed. A thickness thereofwas setto
be 30 nm. Finally, aluminum was formed to be 200 nm thick
as a second electrode 102 which functions as a cathode,
whereby a light emitting element of the present invention was
obtained. Note that, in the above deposition process, all depo-
sition was performed by a resistance heating method.
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-continued

(ii)

(i)

<<Manufacturing of a Light Emitting Element of Compara-
tive Example 1>>

For comparison, similarly to Embodiment 2, a light emit-
ting element of Comparative Example 1 was manufactured
using CBP represented by the following structural formula
(v) instead of the oxadiazole derivative YGAOI11 of the
present invention. In other words, a light emitting layer 113 of
the light emitting element of Comparative Example 1 was
formed by codeposition so that CBP:Ir(ppy),(acac)=1:0.08
(mass ratio) was met. Note that CBP is a known compound
which is widely used as a host material of a phosphorescent
compound.

™)

<<Operation Characteristics of Light Emitting Elements of
Embodiment 2 and Comparative Example 1>>

After the light-emitting elements of Embodiment 2 and
Comparative Example 1 obtained as described above were
sealed in a glove box with a nitrogen atmosphere so as not to
expose the light-emitting elements to the air, operation char-
acteristics of these light-emitting elements were measured.
Note that the measurements were performed at room tem-
perature (an atmosphere kept at 25° C.).

FIGS. 15A and 15B show current density-luminance char-
acteristics and voltage-luminance characteristics of the light-
emitting elements of Embodiment 2 and Comparative
Example 1, respectively. According to FIGS. 15A and 15B, it
is found that current density-luminance characteristics are
equivalent, but as for the voltage-luminance characteristics,
the light emitting element of Embodiment 2 is superior. For
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example, when comparison was made when a voltage of 4.0
V was applied, current flowed at a current density of 4.76
mA/cm? and light was emitted at a luminance of 2080 cd/m?
in the light emitting element of Embodiment 2, whereas cur-
rent flowed at a current density of 1.16 mA/cm? only and light
was emitted at a luminance of 568 cd/m? in the light emitting
element of Comparative Example 1. Therefore, it was found
that the driving voltage of the light emitting element of
Embodiment 2 was lower than that of the light emitting ele-
ment of Comparative Example 1. FIG. 16 shows’ voltage-
current density characteristics of the light emitting elements
of Embodiment 2 and Comparative Example 1. According to
this diagram, it is found that current flows more easily in the
oxadiazole derivative of the present invention than in CBP,
which is thought to lead reduction in driving voltage. Further,
FIG. 28 shows the emission spectra of the light emitting
elements of Embodiment 2 and Comparative Example 1
when a current of 1 mA is applied. When a voltage of 4.0V
was applied, the CIE chromaticity coordinates of the light
emitting element of Embodiment 2 were (x, y)=(0.32, 0.65),
the CIE chromaticity coordinates of the light emitting ele-
ment of Comparative Example 1 were (X, y)=(0.33, 0.64), and
emission of green light from Ir(ppy),(acac) which was a guest
material was obtained in either case.

In addition, FIG. 17A shows luminance-current efficiency
characteristics for these light emitting elements. In FIG. 17B,
the vertical axis of FIG. 17 A was converted to external quan-
tum efficiency. According to FIGS. 17A and 17B, it is found
that the light emitting element of Embodiment 2 has high
current efficiency over 40 cd/A at 1000 cd/m>. In addition,
external quantum efficiency of the light emitting element of
Embodiment 2 at 1000 cd/m® was 12%. Further, the power
efficiency of the light emitting element of Embodiment 2 at
1000 cd/m? was 391 m/W, which is high power efficiency.

As described above, when the oxadiazole derivative of the
present invention is used as a host material of the light emit-
ting layer and the phosphorescent compound is used as a
guest material to manufacture the light emitting element, it is
possible to reduce driving voltage as well as obtain high light
emitting efficiency. Therefore, by implementing the present
invention, a light emitting element with low power consump-
tion can be obtained.

Embodiment 3

Embodiment 3 will specifically show an example of a light
emitting element using the oxadiazole derivative YGAO11 of
the present invention synthesized in Synthesis Example 1 of
Embodiment 1 as a host material of a light emitting layer and
a red phosphorescent compound as a guest material. FIG. 1
shows an element structure.

First, a glass substrate with a thickness of 110 nm, over
which indium tin oxide containing silicon oxide (ITSO) is
formed, is prepared. The periphery of the ITSO surface was
covered with an insulating film so that a surface of 2 mmx2
mm was exposed. Note that ITSO is a first electrode 101
which functions as an anode of a light emitting element. As
pretreatment for forming a light emitting element over the
substrate, the surface of the substrate was cleaned with a
porous resin brush, baked at 200° C. for 1 hour, and subjected
to UV ozone treatment for 370 seconds.

Subsequently, the substrate was fixed to a holder provided
in a vacuum deposition apparatus so that the surface provided
with ITSO faced downward.

After pressure in the vacuum deposition apparatus was
reduced to 10* Pa, NPB and molybdenum oxide (VI) were
codeposited so as to meet NPB:molybdenum oxide (VI)=4:1
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(mass ratio), whereby a hole injecting layer 111 was formed.
A thickness thereof was set to be 50 nm. Next, NPB was
deposited to be 10 nm thick, whereby a hole transporting
layer 112 was formed. Further, over the hole transporting
layer 112, the oxadiazole derivative YGAO11 of the present
invention and Ir(Fdpq),(acac) represented by the following
structural formula (vi) were codeposited so as to meet
YGAOI11:Ir(Fdpq),(acac)=1:0.05 (mass ratio), whereby a
light emitting layer 113 was formed. A thickness thereof was
set to be 30 nm. Then, BAlq represented by the following
structural formula (vii) was deposited to be 10 nm thick,
whereby an electron transporting layer 114 was formed. Fur-
ther, over the electron transporting layer 114, Alq, and
lithium (Li) were codesposited so as to meet Alq,:Li=1:0.01
(mass ratio), whereby an electron injecting layer 115 was
formed. A thickness thereof was set to be 50 nm. Finally,
aluminum was formed to be 200 nm thick as a second elec-
trode 102 which functions as a cathode, whereby a light
emitting element of the present invention was obtained. Note
that, in the above deposition process, all deposition was per-
formed by a resistance heating method.

i)

(vii)

After the light-emitting element was sealed in a glove box
with a nitrogen atmosphere so as not to expose the light
emitting element to the air, operation characteristics of the
light emitting element were measured. Note that the measure-
ment was performed at room temperature (an atmosphere
kept at 25° C.).

FIGS. 18 A and 18B show current density-luminance char-
acteristics and voltage-luminance characteristics of the light
emitting element, respectively. When a voltage of 5.8 V was
applied, current flowed at a current density of 18.0 mA/cm?
and light was emitted at a luminance of 1020 cd/m? in the light
emitting element of Embodiment 3. Therefore, it was found
that the light emitting element of the present invention oper-
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ates with low voltage. When a voltage of 5.8 V was applied,
the CIE chromaticity coordinates of the light emitting ele-
ment of Embodiment 3 were (X, y)=(0.71, 0.29) and emission
of dark red light from Ir(Fdpq),(acac) which was a guest
material was obtained.

In addition, FIG. 19A shows luminance-current efficiency
characteristics of the light emitting element. In FIG. 19B, the
vertical axis of FIG. 19A was converted to external quantum
efficiency. According to FIGS. 19A and 19B, although the
light emitting element of Embodiment 3 exhibits emission of
dark red light with low luminosity, the maximum light emit-
ting efficiency was 6.63 cd/A which is extremely high light
emitting efficiency. In addition, the external quantum effi-
ciency at that time was 13.9%.

As described above, when the oxadiazole derivative of the
present invention is used as a host material of the light emit-
ting layer and the phosphorescent compound is used as a
guest material to manufacture the light emitting element, it is
possible to obtain a light emitting element with high light
emitting efficiency and low driving voltage. Therefore, by
implementing the present invention, a light emitting element
with low power consumption can be obtained.

Embodiment 4

In Embodiment 4, a light emitting element was manufac-
tured in a manner similar to that of Embodiment 3 except that
Alq was used instead of BAlq for the electron transporting
layer 114.

After the light-emitting element was sealed in a glove box
with a nitrogen atmosphere so as not to expose the light-
emitting element to the air, operation characteristics of the
light-emitting element were measured. Note that the mea-
surement was performed at room temperature (an atmosphere
kept at 25° C.).

FIGS. 20A and 20B show current density-luminance char-
acteristics and voltage-luminance characteristics of the light-
emitting element, respectively. When a voltage of 5.4 V was
applied, current flowed at a current density of 25.7 mA/cm?
and light was emitted at a luminance of 824 cd/m? in the light
emitting element of Embodiment 4. Therefore, it was found
that the light emitting element of the present invention oper-
ates with low voltage. When a voltage of 5.4 V was applied,
the CIE chromaticity coordinates of the light emitting ele-
ment of Embodiment 4 were (X, y)=(0.70, 0.30) and emission
of dark red light from Ir(Fdpq),(acac) which was a guest
material was obtained.

In addition, FIG. 21 A shows luminance-current efficiency
characteristics of the light emitting element. In FIG. 21B, the
vertical axis of FIG. 21 A was converted to external quantum
efficiency. According to FIGS. 21A and 21B, although the
light emitting element of Embodiment 4 exhibits emission of
dark red light with low luminosity, the maximum light emit-
ting efficiency was 4.87 cd/A which is extremely high light
emitting efficiency. In addition, the external quantum effi-
ciency at that time was 11.3%.

As described above, when the oxadiazole derivative of the
present invention is used as a host material of the light emit-
ting layer and the phosphorescent compound is used as a
guest material to manufacture the light emitting element, it is
possible to obtain a light emitting element with high light
emitting efficiency and low driving voltage. Therefore, by
implementing the present invention, a light emitting element
with low power consumption can be obtained.

Embodiment 5

Embodiment 5 will specifically show an example of a light
emitting element using the oxadiazole derivative DPAO11 of
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the present invention synthesized in Synthesis Example 3 of
Embodiment 1 as a host material of a light emitting layer and
a red phosphorescent compound as a guest material. FIG. 1
shows an element structure.

First, a glass substrate with a thickness of 110 nm, over
which indium tin oxide containing silicon oxide (ITSO) is
formed, is prepared. The periphery of the ITSO surface was
covered with an insulating film so that a surface of 2 mmx2
mm was exposed. Note that ITSO is a first electrode 101
which functions as an anode of a light emitting element. As
pretreatment for forming a light emitting element over the
substrate, the surface of the substrate was cleaned with a
porous resin brush, baked at 200° C. for 1 hour, and subjected
to UV ozone treatment for 370 seconds.

Subsequently, the substrate was fixed to a holder provided
in a vacuum deposition apparatus so that the surface provided
with ITSO faced downward.

After pressure in the vacuum deposition apparatus was
reduced to 10* Pa, NPB and molybdenum oxide (VI) were
codeposited so as to meet NPB:molybdenum oxide (VI)=4:1
(mass ratio), whereby a hole injecting layer 111 was formed.
A thickness thereof was set to be 50 nm. Next, NPB was
deposited to be 10 nm thick, whereby a hole transporting
layer 112 was formed. Further, over the hole transporting
layer 112, the oxadiazole derivative DPAO11 of the present
invention and Ir(Fdpq),(acac) were codeposited so as to meet
DPAO11:1Ir(Fdpq),(acac)=1:0.10 (mass ratio); whereby a
light emitting layer 113 was formed. A thickness thereof was
set to be 30 nm. Then, BCP was deposited to be 10 nm thick,
whereby an electron transporting layer 114 was formed. Fur-
ther, over the electron transporting layer 114, Alq, and
lithium (Li) were codeposited so as to meet Alq,:Li=1:0.01
(mass ratio), whereby an electron injecting layer 115 was
formed. A thickness thereof was set to be 50 nm. Finally,
aluminum was formed to be 200 nm thick as a second elec-
trode 102 which functions as a cathode, whereby a light
emitting element of the present invention was obtained. Note
that, in the above desposition process, all deposition was
performed by a resistance heating method.

After the light emitting element was sealed in a glove box
with a nitrogen atmosphere so as not to expose the light
emitting element to the air, operation characteristics of the
light emitting element were measured. Note that the measure-
ment was performed at room temperature (an atmosphere
kept at 25° C.).

FIGS. 22 A and 22B show current density-luminance char-
acteristics and voltage-luminance characteristics of the light-
emitting element, respectively. When a voltage of 7.0 V was
applied, current flowed at a current density of 42.1 mA/cm?
and light was emitted at a luminance of 965 cd/m? in the light
emitting element of Embodiment 5. Therefore, it was found
that the light emitting element of the present invention oper-
ates with low voltage. When a voltage of 7.0 V was applied,
the CIE chromaticity coordinates of the light emitting ele-
ment of Embodiment 5 were (%, y)=(0.70, 0.29) and emission
of dark red light from Ir(Fdpq),(acac) which was a guest
material was obtained.

In addition, FIG. 23 A shows luminance-current efficiency
characteristics of the light emitting element. In FIG. 23B, the
vertical axis of FIG. 23 A was converted to external quantum
efficiency. According to FIGS. 23A and 23B, although the
light emitting element of Embodiment 5 exhibits emission of
dark red light with low luminosity, the maximum light emit-
ting efficiency was 2.99 cd/A which is extremely high light
emitting efficiency. In addition, the external quantum effi-
ciency at that time was 7.10%.
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As described above, when the oxadiazole derivative of the
present invention is used as a host material of the light emit-
ting layer and the phosphorescent compound is used as a
guest material to manufacture the light emitting element, it is
possible to obtain a light emitting element with high light
emitting efficiency and low driving voltage. Therefore, by
implementing the present invention, a light emitting element
with low power consumption can be obtained.

Embodiment 6

Embodiment 6 will specifically show an example of a blue
light emitting element using the oxadiazole derivative
YGAOL11 of the present invention synthesized in Synthesis
Example 1 of Embodiment 1 as an exciton blocking layer.
FIG. 2 shows an element structure.
<<Manufacturing of a Light Emitting Element of Embodi-
ment 6>>

First, a glass substrate with a thickness of 110 nm, over
which indium tin oxide containing silicon oxide (ITSO) is
formed, is prepared. The periphery of the ITSO surface was
covered with an insulating film so that a surface of 2 mmx2
mm was exposed. Note that ITSO is a first electrode 201
which functions as an anode of a light emitting element. As
pretreatment for forming a light emitting element over the
substrate, the surface of the substrate was cleaned with a
porous resin brush, baked at 200° C. for 1 hour, and subjected
to UV ozone treatment for 370 seconds.

Subsequently, the substrate was fixed to a holder provided
in a vacuum deposition apparatus so that the surface provided
with ITSO faced downward.

After pressure in the vacuum deposition apparatus was
reduced to 10~* Pa, NPB and molybdenum oxide (VI) were
codeposited so as to meet NPB:molybdenum oxide (VI)=4:1
(mass ratio), whereby a hole injecting layer 211 was formed.
A thickness thereof was set to be 50 nm. Next, NPB was
deposited to be 10 nm thick, whereby a hole transporting
layer 212 was formed. Further, over the hole transporting
layer 212, the oxadiazole derivative YGAO11 of the present
invention was deposited to be 2 nm thick, whereby an exciton
blocking layer 220a was formed. In addition, CzPA repre-
sented by the following structural formula (viii) and YGAPA
represented by the following structural formula (ix) were
codeposited so as to meet CzPA:YGAPA=1:0.04 (mass
ratio), whereby a light emitting layer 213 was formed. A
thickness thereof was set to be 30 nm. Then, Alq; was depos-
ited to be 10 nm thick, whereby an electron transporting layer
214 was formed. Further, over the electron transporting layer
214, Alg; and lithium (L.i) were codeposited so as to meet
Alq,:Li=1:0.01 (mass ratio), whereby an electron injecting
layer 215 was formed. A thickness thereof was set to be 20
nm. Finally, aluminum was formed to be 200 nm thick as a
second electrode 202 which functions as a cathode, whereby
a light emitting element of the present invention was
obtained. Note that, in the above deposition process, all depo-
sition was performed by a resistance heating method.

(viii)
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-continued
(ix)

Bes

OO

<<Manufacturing of a Light Emitting Element of Compara-
tive Example 2>>

For comparison, a light emitting element of Comparative
Example 2 was manufactured in a manner similar to that of
Embodiment 6 except that the exciton blocking layer 220a in
the light emitting element of Embodiment 6 was not pro-
vided.
<<Operation Characteristics of Light Emitting Elements of
Embodiment 6 and Comparative Example 2>>

After the light-emitting elements of Embodiment 6 and
Comparative Example 2 obtained as described above were
sealed in a glove box with a nitrogen atmosphere so as not to
expose the light-emitting elements to the air, operation char-
acteristics of the light-emitting elements were measured.
Note that the measurements were performed at room tem-
perature (an atmosphere kept at 25° C.).

FIGS. 24 A and 24B show current density-luminance char-
acteristics and voltage-luminance characteristics of the light
emitting elements of Embodiment 6 and Comparative
Example 2, respectively. According to FIGS. 24A and 24B, it
is found that the voltage-luminance characteristics are
equivalent, but as for the current density-luminance charac-
teristics, the light emitting element of Embodiment 6 is supe-
rior. In other words, as shown in luminance-current efficiency
characteristics of FIG. 25, current efficiency is higher in the
light emitting element of Embodiment 6. When a voltage of
5.2V was applied (luminance of the light emitting element of
Embodiment 6 was 546 cd/m® and luminance of the light
emitting element of Comparative Example 2 was 421 ¢d/m?),
the CIE chromaticity coordinates of the light emitting ele-
ment of Embodiment 6 were (x, y)=(0.15, 0.13), the CIE
chromaticity coordinates of the light emitting element of
Comparative Example 2 were (X, y)=(0.15, 0.14), and emis-
sion of blue light from YGAPA which was a guest material
was obtained in either case.

As described above, when the oxadiazole derivative of the
present invention is used as an exciton blocking layer, it is
possible to obtain a light emitting element with high light
emitting efficiency. Therefore, by implementing the present
invention, a light emitting element with low power consump-
tion can be obtained.

Embodiment 7

This embodiment will explain a synthesis method of 9-(4-
{N-[4-(9-carbazolyl)phenyl]-N-phenylamino } phenyl)-10-
phenylanthracene (abbreviation: YGAPA) represented by the
structural formula (201) used for the light emitting element
manufactured in other embodiments.
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(201)

[Step 1]
A synthesis method of 9-phenyl-10-(4-bromophenyl)an-
thracene (abbreviation: PA) will be explained.

(1) Synthesis of 9-phenylanthracene

The following shows a synthesis scheme (f-1) of 9-pheny-
lanthracene.

(1)

Br
B(OH),
Pd(OAc);
2M K,CO;3 agq.
DME
P(o-tolyl);

54 g (21.1 mmol) of 9-bromoanthracene, 2.6 g (21.1
mmol) of phenylboronic acid, 60 mg (0.21 mmol) of palla-
dium acetate (Pd(OAc),), 10 mL (20 mmol) of a potassium
carbonate (K,CO;) aqueous solution (2 mol/L), 263 mg (0.84
mmol) of tri(o-tolyl)phosphine (P(o-tolyl);), and 20 mL of
1,2-dimethoxyethane (abbreviation: DME) were mixed and
stirred at 80° C. for 9 hours. After the reaction, the precipi-
tated solid was collected by suction filtration, dissolved in
toluene, and filtered through Florisil, Celite, and alumina.
The filtrate was washed with water and a saturated saline
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solution and then dried with magnesium sulfate. After the
solution was filtered naturally and the filtrate was concen-
trated, 21.5 g of a light brown solid of 9-phenylanthracene
that was an object was obtained (yield: 85%).

(ii) Synthesis of 10-bromo-9-phenylanthracene

The following shows a synthesis scheme (f-2) of
10-bromo-9-phenylanthracene.

#2)

Brz, CC14

—_—

Br

After 6.0 g (23.7 mmol) of 9-phenylanthracene was dis-
solved in 80 mL of carbon tetrachloride, a solution of 3.80 g
(21.1 mmol) of bromine dissolved in 10 mL of carbon tetra-
chloride was dripped through a dropping funnel into the reac-
tion solution. After the dripping, the solution was stirred at
room temperature for one hour. After the reaction, a sodium
thiosulfate aqueous solution was added to stop the reaction.
An organic layer was washed with a sodium hydroxide
(NaOH) aqueous solution and a saturated saline solution and
dried with magnesium sulfate. After the solution was filtered
naturally, the filtrate was concentrated, dissolved in toluene,
and filtered through Florisil, Celite, and alumina. When the
filtrate was concentrated and recrystallized with dichlo-
romethane and hexane, 7.0 g of a light yellow solid of
10-bromo-9-phenylanthracene that was an object was
obtained (yield: 89%).

(iii) Synthesis of 9-iodo-10-phenylanthracene

The following shows a synthesis scheme (f-3) of 9-iodo-
10-phenylanthracene.

#3)

1) n-BuLi

—_—
O O 2) I/THF

Br
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-continued

I

After 3.33 g (10 mmol) of 9-bromo-10-phenylanthracene
was dissolved in 80 mL of tetrahydrofuran (abbreviation:
THF) and cooled to =78° C., 7.5 mL (12.0 mmol) of n-Bul i
(1.6 mol/L)) was dripped through a dropping funnel into the
reaction solution, and the mixture was stirred for one hour.
Subsequently, a solution of 5 g (20.0 mmol) of iodine dis-
solved in 20 mL, of THF was dripped, and the solution was
stirred further at —=78° C. for 2 hours. After the reaction, a
sodium thiosulfate aqueous solution was added to stop the
reaction. An organic layer was washed with a sodium thio-
sulfate aqueous solution and a saturated saline solution and
dried with magnesium sulfate. After the solution was filtered
naturally, the filtrate was concentrated and recrystallized with
ethanol; thus, 3.1 g of a light yellow solid of 9-iodo-10-
phenylanthracene that was an object was obtained (yield:
83%).

iv) Synthesis of

9-phenyl-10-(4-bromophenyl)anthracene
(abbreviation: PA
The following shows a synthesis scheme (f-4) of 9-phenyl-
10-(4-bromophenyl)anthracene (abbreviation: PA).
(4
Br
B(OH),
Pd(OAc),
2M K,CO;3 agq.
DME
P(o-tolyl);
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1.0 g (2.63 mmol) of 9-iodo-10-phenylanthracene, 542 mg
(2.70 mmol) of p-bromophenylboronic acid, 46 mg (0.03
mmol) of tetrakis(triphenylphosphine)palladium (0) (Pd
(PPh,),), 3 mL (6 mmol) of a potassium carbonate (K,CO;)
aqueous solution (2 mol/L.), and 10 mL of toluene were stirred
at 80° C. for 9 hours. After the reaction, toluene was added
therein, and the mixture was filtered through Florisil, Celite,
and alumina. The filtrate was washed with water and a satu-
rated saline solution and then dried with magnesium sulfate.
After the solution was filtered naturally, the filtrate was con-
centrated and recrystallized with chloroform and hexane;
thus, 562 mg of a light brown solid of 9-phenyl-10-(4-bro-
mophenyl)anthracene that was an object was obtained (yield:
45%).

[Step 2]

A synthesis method of 9-(4-{N-[4-(9-carbazolyl)phenyl]-
N-phenylamino }phenyl)-10-phenylanthracene  (abbrevia-
tion: YGAPA) will be explained. The following shows a syn-
thesis scheme (f-5) of 9-(4-{N-[4-(9-carbazolyl)phenyl]-N-
phenylamino }phenyl)-10-phenylanthracene  (abbreviation:
YGAPA).

#5)

Br

HN
Pd(dba),,
P(tert-Bu)s,
tert-BuONa,
N toluene
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o
W

409 mg (1.0 mmol) of 9-phenyl-10-(4-bromophenyl)an-
thracene, 339 mg (1.0 mmol) of YGA synthesized in Step 2 of
Synthesis Example 1, 6 mg (0.01 mmol) of bis(dibenzylide-
neacetone)palladium (0) (abbreviation: Pd(dba),), 500 mg
(5.2 mol) of sodium-tert-butoxide (tert-BuONa), 0.1 mL of
tri(tert-butyl)phosphine (P(tert)-Bu),), and 10 mL of toluene
were stirred at 80° C. for four hours. After the reaction, the
solution was washed with water, a water layer was extracted
with toluene, and the water layer as well as an organic layer
was washed with a saturated saline solution and then dried
with magnesium sulfate. After the solution was filtered natu-
rally and concentrated, an obtained oily substance was puri-
fied by silica gel column chromatography (hexane:toluene=7:
3) and recrystallized with dichloromethane and hexane.
Then, 534 mg of a yellow powdered solid of Y GAPA that was
an object was obtained (yield: 81%). When this compound
was measured by nuclear magnetic resonance spectrometry
(NMR), it was confirmed that the compound was 9-(4-{N-[4-
(9-carbazolyl)phenyl]-N-phenylamino }phenyl)-10-pheny-
lanthracene (abbreviation: YGAPA). FIGS. 26A and 26B
show 'H-NMR charts of YGAPA.

mbodiment 8

This embodiment will explain a synthesis method of 9-[4-
(N-carbazolyl)|phenyl-10-phenylanthracene (abbreviation:
CzPA) represented by the structural formula (202) used for
the light emitting element manufactured in other embodi-
ments.
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(202)

1) Synthesis of
9-[4-(N-carbazolyl)|phenyl-10-phenylanthracene
(abbreviation: CzPA

The following shows a synthesis scheme (h-1) of 9-[4-(N-
carbazolyl)|phenyl-10-phenylanthracene (abbreviation:

CzPA).

Br

(-1

s

-

Pd(dba),,
P(tert-Bu)s,
tert-BuONa,
toluene
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A mixture of 1.3 g (3.2 mmol) of 9-phenyl-10-(4-bro-
mophenyl)anthracene, 578 mg (3.5 mmol) of carbazole, 50
mg (0.017 mmol) of bis(dibenzylideneacetone)palladium
(0), 1.0 mg (0.010 mmol) of t-butoxysodium, 0.1 mL of
tri(t-butylphosphine), and 30 mL of toluene was heated and
refluxed at 110° C. for 10 hours. After the reaction, the solu-
tion was washed with water, a water layer was extracted with
toluene, and the water layer as well as an organic layer was
washed with a saturated saline solution and then dried with
magnesium sulfate. After the solution was filtered naturally
and concentrated, an obtained oily substance was purified by
silica gel column chromatography (hexane:toluene=7:3) and
recrystallized with dichloromethane and hexane. Then, 1.5 g
of 9-[4-(N-carbazolyl)|phenyl-10-phenylanthracene (abbre-
viation: CzPA) that was an object was obtained (yield: 93%).
When 5.50 g of the obtained CzPA was sublimed and purified
for 20 hours under the conditions of a temperature of 270° C.,
in argon air (flow rate: 3.0 mL/min), and a pressure of 6.7 Pa,
3.98 g of CzPa was collected at a yield of 72%.

The NMR data of the obtained CzPa is shown below.

'H-NMR (300 MHz, CDCl,): 6=8.22 (d, J=7.8 Hz, 2H),
8=7.86-7.82 (m, 3H), and 6=7.61-7.36 (m, 20H).

In addition, FIG. 27 shows an *"H-NMR chart.

Embodiment 9
Synthesis Example 4

Synthesis Example 4 will specifically show a synthesis
example of 2-(3-{N-[4-(carbazol-9-yl)phenyl]-N-
phenylamino }phenyl)-5-phenyl-1,3,4-o0xadiazole (abbrevia-
tion: mYGAOQOI11) that is the oxadiazole derivative of the
present invention represented by the structural formula (68)
of Embodiment Mode 1.

(86)

Step 1: Synthesis of
2-(3-bromophenyl)-5-phenyl-1,3.4-oxadiazole
(abbreviation: mO11Br)

In Step 1, mO11Br was synthesized according to (i) to (iii)
shown below.

(1) Synthesis of 3-bromobenzoylhydrazine

First, 10 g (44 mmol) of ethyl-3-bromobenzoate was put in
a 200-mL three-neck flask, 50 mL of ethanol was added
therein, and the mixture was stirred. Thereafter, 12 mL of
hydrazine monohydrate was added therein, and the mixture
was stirred at 78° C. for 5 hours so as to be reacted. After the
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reaction, water was added to the reaction solution, and a solid
was precipitated. The precipitated solid was collected by
suction filtration. The obtained solid was put in approxi-
mately 500 mL of water, washed, and again collected by
suction filtration; thus, 8.1 g of a white solid that was an object
was obtained (yield: 86%).

(i1) Synthesis of
1-benzoyl-2-(3-bromobenzoyl)hydrazine

Subsequently, 5.0 g (23 mmol) of 3-bromobenzohydrazine
obtained in (i) above was put in a 300-mL three-neck flask, 10
ml of N-methyl-2-pyrrolidone was added therein, and the
mixture was stirred. Thereafter, a mixed solution of 10 mL of
N-methyl-2-pyrrolidone and 3.2 mL (28 mmol) of benzoyl
chloride was dripped to the above mixture through a 50-mL
dropping funnel. After the dripping, the mixture was heated
and stirred at 80° C. for 3 hours so as to be reacted. After the
reaction, water was added to the reaction solution, and a solid
was precipitated. The precipitated solid was collected by
suction filtration to obtain another solid. The obtained solid
was washed with approximately 1 L of water and collected by
suction filtration. The collected solid was washed with metha-
nol and collected by suction filtration; thus, 7.1 g of a white
solid that was an object was obtained (yield: 96%).

(iii) Synthesis of mO11Br

Further, 7.1 g (22 mmol) of 1-benzoyl-2-(3-bromoben-
zoyl)hydrazine obtained by the method shown in (ii) above
was put in a 300-mL three-neck flask, 100 mL of phosphoryl
chloride was added therein, and the mixture was heated and
stirred at 100° C. for 5 hours so as to be reacted. After the
reaction, a solid was obtained by completely distilling oft the
phosphoryl chloride in the flask. The obtained solid was
washed with water and a sodium carbonate aqueous solution
in this order and collected by suction filtration. Then, the
collected solid was recrystallized with methanol; thus, 4.9 g
of'a white solid that was an object was obtained (yield: 73%).
A synthesis scheme of Step 1 described above is shown in the
following scheme (a-4).

(a-4)

NHzNHZ 'Hzo
EtOH

: Cl
O
(€]

_—

NMP

OFt
Br

NHNH,

O O
_—
>_® POCl;
HN—NH

Br

Br
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O
\N/N
Br
mO11Br

Step 2: Synthesis of 2-(3-{N-[4-(carbazol-9-yl)phe-
nyl]-N-phenylamino } phenyl)-5-phenyl-1,3,4-oxadia-
zole (abbreviation: mYGAO11)

2.0 g (6.6 mmol) of 2-(3-bromophenyl)-5-phenyl-1,3,4-
oxadiazole (abbreviation: mO11Br) obtained in Step 1, 2.2 g
(6.6 mmol) of 4-(carbazol-9-yl)diphenylamine (abbrevia-
tion: YGA) obtained in Step 2 of Synthesis Example 1,13 g
(13 mmol) of sodium-tert-butoxide, and 0.1 g (0.2 mmol) of
bis(dibenzylideneacetone)palladium(0) were put in a 100-
ml three-neck flask, and nitrogen was substituted for air in
the flask. Then, 40 mL oftoluene and 0.1 mL of a 10% hexane
solution of tri(tert-butyl)phosphine were added to the mix-
ture, and the mixture was heated and stirred at 80° C. for 5
hours. After the reaction, toluene was added to the reaction
mixture, and the suspension was collected by suction filtra-
tion through Celite. The obtained filtrate was washed with
water, a saturated sodium hydrogen-carbonate aqueous solu-
tion, and a saturated saline solution in this order. An organic
layer and a water layer were separated, and the organic layer
was dried with magnesium sulfate. The mixture was collected
by suction filtration, the magnesium sulfate was removed, and
the filtrate was concentrated to obtain a solid. The obtained
solid was dissolved in toluene and purified by silica gel col-
umn chromatography. Purification by column chromatogra-
phy was performed by using toluene as a developing solvent
and then using a mixed solvent oftoluene:ethyl acetate=1:4 as
a developing solvent. An obtained fraction was concentrated
to obtain a solid. The obtained solid was recrystallized with a
mixed solvent of chloroform and hexane; thus, 2.6 g of a
white solid that was an object was obtained (yield: 71%). The
synthesis scheme of Step 3 as described above is shown in the
following scheme (c-4).

(c-4)

O +
®_<\N/|N B

mO11Br
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-continued

HN
_—m
Pa(dba),, P(tert-Bu)s,
tert-BuONa, toluene
N

()

N,
mYGAOI11

The following shows a result of analyzing mYGAOQO11 that
was obtained by nuclear magnetic resonance spectroscopy
(*H-NMR). FIG. 29A shows an "H-NMR chart and FIG. 29B
shows an enlarged chart thereof. Accordingly, it was found
that the oxadiazole derivative mYGAOI11 of the present
invention represented by the structural formula (68) was
obtained in Synthesis Example 4.

'[I-.NMR (CDCl,, 300 MHz): 8=7.11-7.19 (m, 1H),
6=7.20-7.55 (m, 19H), 7.80 (d, I=7.3 Hz, 1H), 7.98 (s, 1H),
8.07-8.19 (m, 4H)

In addition, sublimation purification of the obtained white
solid was performed by a train sublimation method. Under a
reduced pressure of 7.0 Pa, sublimation purification was per-
formed by heating a material at 272° C. for 3 hours, setting the
flow rate of argon to be 3.0 ml/min. When sublimation puri-
fication was performed on 1.6 g of mYGAOL11, the yield was
1.0 g and 63%.

Next, the absorption spectrum 3000a and the emission
spectrum 300056 of mYGAO11 were measured. The absorp-
tion spectrum was measured using an ultraviolet-visible spec-
trophotometer (V-550, by JASCO Corporation) and the emis-
sion spectrum was measured using a spectrofluorometer
(FS920, by Hamamatsu Photonics K.K.). The measurement
was performed at room temperature for a toluene solution.
FIG. 30 shows a measurement result for the toluene solution.
The horizontal axis indicates the wavelength and the vertical
axis indicates the intensity of the absorption and light emis-
sion.

As shown in FIG. 30, the oxadiazole derivative mYGAO11
of'the present invention has an absorption peak at 293 nm with
the toluene solution. In addition, the emission spectrum has a
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peak at 448 nm. Note that the emission spectrum was mea-
sured through excitation of mYGAOI11 at a wavelength of
314 nm.

Embodiment 10

Embodiment 10 will specifically show an example of a
light emitting element using the oxadiazole derivative
mYGAOI11 ofthe present invention synthesized in Synthesis
Example 4 of Embodiment 9 as a host material of a light
emitting layer and a red phosphorescent compound as a guest
material. FIG. 1 shows an element structure.

First, a glass substrate with a thickness of 110 nm, over
which indium tin oxide containing silicon oxide (ITSO) is
formed, is prepared. The periphery of the ITSO surface was
covered with an insulating film so that a surface of 2 mmx2
mm was exposed. Note that ITSO is a first electrode 101
which functions as an anode of a light emitting element. As
pretreatment for forming a light emitting element over the
substrate, the surface of the substrate was cleaned with a
porous resin brush, baked at 200° C. for 1 hour, and subjected
to UV ozone treatment for 370 seconds.

Subsequently, the substrate was fixed to a holder provided
in a vacuum deposition apparatus so that the surface provided
with ITSO faced downward.

After pressure in the vacuum deposition apparatus was
reduced to 10~* Pa, NPB and molybdenum oxide (VI) were
codeposited so as to meet NPB:molybdenum oxide (VI)=4:1
(mass ratio), whereby a hole injecting layer 111 was formed.
A thickness thereof was set to be 50 nm. Next, NPB was
deposited to be 10 nm thick, whereby a hole transporting
layer 112 was formed. Further, over the hole transporting
layer 112, the oxadiazole derivative mYGAO11 of the present
invention and Ir(Fdpq),(acac) represented by the following
structural formula (vi) were codeposited so as to meet
mYGAOI1:Ir(Fdpq),(acac)=1:0.06 (mass ratio), whereby a
light emitting layer 113 was formed. A thickness thereof was
set to be 30 nm. Then, BAlq represented by the following
structural formula (vii) was deposited to be 10 nm thick,
whereby an electron transporting layer 114 was formed. Fur-
ther, over the eclectron transporting layer 114, Alq; and
lithium (Li) were codeposited so as to meet Alq,:Li=1:0.01
(mass ratio), whereby an electron injecting layer 115 was
formed. A thickness thereof was set to be 50 nm. Finally,
aluminum was formed to be 200 nm thick as a second elec-
trode 102 which functions as a cathode, whereby a light
emitting element of the present invention was obtained. Note
that, in the above deposition process, all deposition was per-
formed by a resistance heating method.

After this light-emitting element was sealed in a glove box
with a nitrogen atmosphere so as not to expose the light-
emitting element to the air, operation characteristics of the
light-emitting element were measured. Note that the mea-
surements were performed at room temperature (an atmo-
sphere kept at 25° C.).

FIGS. 31A and 31B show current density-luminance char-
acteristics and voltage-luminance characteristics of the light-
emitting element, respectively. When a voltage of 5.2 V was
applied, current flowed at a current density of 37.5 mA/cm?
and light was emitted at a luminance of 1110 cd/m? in the light
emitting element of Embodiment 10. Therefore, it was found
that the light emitting element of the present invention oper-
ates with low voltage. In addition, when a voltage of 5.2V was
applied, the CIE chromaticity coordinates of the light emit-
ting element of Embodiment 10 were (%, y)=(0.70, 0.30), and
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emission of dark red light from Ir(Fdpq),(acac) which was a
guest material was obtained.

In addition, FIG. 32 shows luminance-current efficiency
characteristics of the light emitting element. According to
FIG. 32, although the light emitting element of Embodiment
10 exhibits emission of dark red light with low luminosity, the
maximum light emitting efficiency was 4.42 cd/A which is
high light emitting efficiency. In addition, the external quan-
tum efficiency at that time was 8.1%.

In addition, FIG. 33 shows voltage-current characteristics
of'this light emitting element. According to this diagram, it is
found that current flows easily in the oxadiazole derivative of
the present invention, which is thought to lead reduction in
driving voltage.

As described above, when the oxadiazole derivative of the
present invention is used as a host material of the light emit-
ting layer and the phosphorescent compound is used as a
guest material to manufacture the light emitting element, it is
possible to obtain a light emitting element with high light
emitting efficiency and low driving voltage. Therefore, by
implementing the present invention, a light emitting element
with low power consumption can be obtained.

This application is based on Japanese Patent Application
serial No. 2005-378843 filed in Japan Patent Office on Dec.
28, 2005, the entire contents of which are hereby incorporated
by reference.

EXPLANATION OF REFERENCE

10: substrate, 11: transistor, 12: light emitting element, 13:
first electrode, 14: second electrode, 15: layer including light
emitting layer, 16: interlayer insulating film, 17: wiring, 18:
partition layer, 19: interlayer insulating film, 101: first elec-
trode, 102: second electrode, 111: hole injecting layer, 112:
hole transporting layer, 113: light emitting layer, 114: elec-
tron transporting layer, 115: electron injecting layer, 201: first
electrode, 202: second electrode, 211: hole injecting layer,
212: hole transporting layer, 213: light emitting layer, 214:
electron transporting layer, 215: electron injecting layer,
220a: exciton blocking layer, 2205: exciton blocking layer,
400: light emissions, 401: light emission, 402: light emission,
511: main body, 512: frame body, 513: display portion, 514:
keyboard, 521: display portion, 522: main body, 523:
antenna, 524: audio output portion, 525: audio input portion,
526: operation switch, 531: display portion, 532: frame body,
533: speaker, 700a: absorption spectrum, 7005: emission
spectrum, 701a: absorption spectrum, 7015: emission spec-
trum, 800qa: oxidation peak, 8005: reduction peak, 1000a:
absorption spectrum, 10005: emission spectrum, 1001a:
absorption spectrum, 10015: emission spectrum, 1100a: oxi-
dation peak, 11005: reduction peak, 1300a: absorption spec-
trum, 130056: emission spectrum, 1301a: absorption spec-
trum, 13015: emission spectrum, 1400a: oxidation peak,
14005: reduction peak, 3000a: absorption spectrum, 30005:
emission spectrum

What is claimed is:
1. An electronic device comprising:
a carrier transporting layer comprising:

an oxadiazole derivative represented by a general formula
(G2),
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. (G2)
N—N
/4 >\ N §
AL o a g7
\N/
1

wherein each of a and B’ represents an arylene group
having 6 to 25 carbon atoms; each of A,* and A ? repre-
sents an aryl group having 6 to 25 carbon atoms; and
each of R and R? represents hydrogen, an alkyl group
having 1 to 4 carbon atoms, or an aryl group having 6 to
25 carbon atoms.

2. The electronic device according to claim 1, comprising
alight emitting layer including a light emitting substance, and
the carrier transporting layer including the oxadiazole deriva-
tive.

3. The electronic device according to claim 2, wherein the
light emitting substance is a phosphorescent compound.

4. The electronic device according to claim 1, comprising
a display portion comprising the oxadiazole derivative.

5. The electronic device according to claim 1, wherein the
electronic device is selected from the group consisting of a
computer, a telephone set, a television set, a navigation sys-
tem, and a lighting equipment.

6. An electronic device comprising:

a carrier transporting layer comprising:

an oxadiazole derivative represented by a general formula

(G7),

(G7)
R4

/
AN
T

Ar3 R3

wherein o represents an arylene group having 6 to 25
carbon atoms; each of Ar' and Ar® represents an aryl
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group having 6 to 25 carbon atoms; R represents hydro-
gen, an alkyl group having 1 to 4 carbon atoms, or an aryl
group having 6 to 25 carbon atoms; and R* represents an
alkyl group having 1 to 4 carbon atoms or an aryl group
having 6 to 25 carbon atoms.

7. The electronic device according to claim 6, comprising
alight emitting layer including a light emitting substance, and
the carrier transporting layer including the oxadiazole deriva-
tive.

8. The electronic device according to claim 7, wherein the
light emitting substance is a phosphorescent compound.

9. The electronic device according to claim 6, comprising
a display portion comprising the oxadiazole derivative.

10. The electronic device according to claim 6, wherein the
electronic device is selected from the group consisting of a
computer, a telephone set, a television set, a navigation sys-
tem, and a lighting equipment.

11. An electronic device comprising:

a carrier transporting layer comprising:

an oxadiazole derivative represented by a general formula

G11),

(G11)

Ar
S
N
A,IA a - \A,S

wherein o represents an arylene group having 6 to 25
carbon atoms; B> has 6 to 25 carbon atoms and repre-
sents a phenylene group, a naphthylene group, a biphe-
nylene group, or a fluorene group; and each of A ! and
A *to A S represents an aryl group having 6 to 25 carbon
atoms.

12. The electronic device according to claim 11, compris-
ing a light emitting layer including a light emitting substance,
and the carrier transporting layer including the oxadiazole
derivative.

13. The electronic device according to claim 12, wherein
the light emitting substance is a phosphorescent compound.

14. The electronic device according to claim 11, compris-
ing a display portion comprising the oxadiazole derivative.

15. The electronic device according to claim 11, wherein
the electronic device is selected from the group consisting of
a computer, a telephone set, a television set, a navigation
system, and a lighting equipment.

#* #* #* #* #*
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